
GREAT BRITAIN 

Anglia De Luxe Saloon 

ENGINE CAPACITY 60.84 cu in, 997 cu em 
FUEL CONSUMPTION 40 m/imp gal, 33.1 m/US gal, 7.1 I x 100 km 
SEATS" MAX SPEED 75 mph, 120.7 km/h 
PRICE IN GB basic £ 457, total £ 552 

ENGINE front, 4 stroke : cylinders: 4, vertical, In line; bore and stroke: 3.19 x 1.91 
In, 81 x 48.5 mm; engine capacity : 60.84 cu In, 997 cu cm; compression ratio: 
8.9; max power (SA E) : 41 hp at 5,000 rpm; max torque (SAE): 55 Ib ft, 7.6 kg m at 
2,700 rpm; max number of engine rpm : 5,600; specific power: 41 .1 hp/I; cylinder 
block: cast iron; cylinder head : cast iron; crankshaft bearings : 3; valves: 2 per cy
linder, overhead, in line, push-rods and rockers; camshafts: 1, side; lubrication : ec
centric or rotary pump, full flow filter; lubricating system capacity: 5.50 imp pt; 
6.55 US pt, 3.11 ; carburation: 1 Solex 30 PSEI downdraught single barrel carburettor; 
fuel feed: mechanical pump; cooling system : water; cooling system capacity : 
10.20 imp pt, 12.26 US pt, 5.8 I. 

TRANSMISSION driving wheels: rear; clutch: single dry plate, hydraulically 
controlled; gearbox: mechanical; gears: 4 + reverse; synchromesh gears: II, III, 
IV ; gearbox ratios: I 4.118, II 2.396, 1111 .412, IV I , rev 5.404; gear lever: central; final 
drive: hypoid bevel; axle ratio : 4.444. 

CHASSIS integral; front suspension: Independent, by McPherson, coil springs/te
lescopic damper struts, lower wishbones, anti-roil bar; rear suspension: rigid 
axle, semi-elliptic leafsprings, lever dampers. 

STEERING recirculating ball; turns of steering wheel lock to lock: 2.75. 

BRAKES drum, 2 front leading shoes ; area rubbed by linings: front 63 sq in, 406.35 
sq cm, rear 63 sq in, 406.35 sq cm , total 126 sq in, 812.70 sq cm. 

ELECTRICAL EQUIPMENT voltage: 12 V; battery: 38 Ah; dynamo : 264 W; 
ignition distributor : Lucas; headlamps: 2. 

DIMENSIONS AND WEIGHT wheel base: 90.50 in, 2,299 mm; front track : 46 In, 
1,168 mm; rear track: 45.80 in, 1,163 mm; overall length: 153.60 in, 3,901 mm; overall 
width : 57.34 in, 1,456 mm; overall height: 56.85 in, 1,444 mm; ground clearance : 
6.40 in, 163 mm; dry weight : 1,614Ib, 732 kg; distribution of weight: 53.5% front axle, 
46.5% rear axle; turning circle (between walls) : 32.5 ft, 9.9 m; tyres : 5.20 x 13; 
fuel tank capacity: 7 imp gal, 8.4 US gal, 32 I. 

BODY saloon/sedan; doors : 2; seats : 4; front seats: separate. 

PERFORMANCE max speeds : 20 mph, 32.2 km/h in 1st gear; 35 mph, 56.3 km/h 
in 2nd gear; 59.5 mph, 95.8 .km/h in 3rd gear; 75 mph, 120.7 km/h in 4th gear; power-
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weight ratio : 39.5 Ib/hp, 17.9 kg/hp; carrying capacity: 706 Ib, 320 kg; acceleration: 
standing y. mile 23.6 sec, 0 - 50 mph (0 - 80 km/h) 18.1 sec; speed In direct drive 
at 1,000 rpm: 15 mph, 24.1 km/h. 

PRACTICAL INSTRUCTIONS fuel: 90-95 oct petrol; engine sump oil: 4.75 imp 
pt,5.71 US pt, 2.7 I, SAE 10W-30, change every 5,000 miles, 8,000 km; gearbox oil : 
1.75 imp pt, 2.11 US pt, 1 I, SAE 80; final drive oil: 2 imp pt, 2.32 US pt , 1.1 I , SAE 
90; greasing : every 2,500 miles, 4,000 km, 9 points; tappet clearances : inlet 0.009 
in, 0.23 mm, exhaust 0.019 in, 0.48 mm; valve timing: inlet opens 17° before tdc 
and closes 51° after bdc, exhaust opens 51° before bdc and closes 17° after tdc ; 
normal tyre pressure: front 24 psi, 1.7 atm, rear 24 psi, 1.7 atm. 

VARIATIONS AND OPTIONAL ACCESSORIES 51 Ah battery; 4.125 axlt) 
ratio; engine max power (SAE) 37 hp, max torque (SAE) 50 Ib ft, 6.9 kg m, 8 com
pression ratio, 37.1 hp/I specific power; engine capacity 73.10 cu in, 1,198 cu cm, 
max power 54 hp, 45.1 hp/I specific power, 4.444 axle ratio (for engine, transmissi\;m 
and brakes see Anglia Super Saloon) ~'i Anglia Standard Saloon, only with engine 
capaCity 60.84 cu in, 997 cu cm, dry weight 1,630 Ib, 739 kg, power-weight ratio 
39.7 Ib/hp, 18 kg/hp. 
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Ford 

ENGINE CAPACITY 73.10 eu in, 1,198 eu em 
FUEL CONSUMPTION 37.6 m/imp gal, 31.4 m/US gal, 7.5 I x 100 km 
SEATS 4 MAX SPEED 84 mph, 135.2 km/h 
PRICE IN GB basic £ 497, total £ 600 
PRICE IN USA $ 1,562 

ENGINE front, 4 stroke; cylinders : 4, vertical , in line; bore and stroke : 3.18 x 2.29 
in, 80.8 x 58.2 mm; engine capacity : 73.10 cu in, 1,198 cu cm ; compression ratio : 
8.7; max power (SAE) : 54 hp at 5,000 rpm; max torque (SAE) : 69 Ib ft, 9.5 kg m at 
2,700 rpm; max number of engine rpm: 5,600 ; specific power: 45.1 hp/ I; cylinder 
block : cast iron; cyl inder head : cast iron : crankshaft bearings : 5; valves : 2 per cy
linder, overhead, in line, push-rods and rockers ; camshafts: I, side: lubrication : 
eccentric or rotary pump, full flow filter; lubricating system capacity : 5.50 imp pt . 
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Anglia Super Salool 

6.55 US pt, 3.11 ; carburation : 1 Solex B 30 PSEI 2 downdraught twin barrel carbu
retto r; fuel f eed : mechanical pump ; cooling system : water ; cooling system capa
city : 10.20 imp pt, 12.26 US pt, 5.8 I. 

TRANSMISSION driving wheels : rear ; clutch : single dry plate, hydraulically 
controlled ; gearbox : mechanical ; gears : 4 + reverse ; synchromesh gears : I, II, 
III , IV ; gearbox rati os : I 3.543, 112.396,1111.412, IV I, rev 3.963; gear lever: central ; 
final drive: hypoid bevel; axle ratio : 4.125. 

CHASSIS integral; front suspension : independent,by McPhersoQ, coil springs/te
lescopic damper struts, lower wishbones, anti-roll bar ; rear suspension : rigid 
axle, semi-elliptic leafsprings, lever dampers. 

STEERING recirculating ball; turns of steering wheel lock to lock : 2.75. 

BRAKES drum, 2 front leading shoes ; area rubbed by lin ings: front 88 sq in, 567.60 
sq cm, rear 75.40 sq in , 486.33 sq cm , total 163.40 sq in , 1,053.93 sq Cll) . 

ELECTRICAL EQUIPMENT voltage : 12 V; battery : 38 Ah;dynamo : 264 W; 
Ignition distributor: Lucas; headlamps: 2. 

DIMENSIONS AND WEIGHT wheel base: 90.50 in, 2,299 mm; front track : 46 in, 
1,168 mm; rear track : 45.80 in, 1,163 mm ; overall length: 153.60 in, 3,901 mm; overall 
width : 57.34 in, 1,456 mm; overall height : 56.85 in, 1,444 mm; ground clearance : 
6.40 in, 163 mm ; dry weight : 1,646 Ib, 747 kg; distributi on of weight: 54.5% front 
axle, 45.5% rear axle; turning circle(between walls) : 32.5 ft , 9.9 m; tyres : 5.20 x 13; 
fuel tank capacity : 7 imp gal, 8.4 US gal, 32 I. 

BODY saloon/sedan ; doors : 2; seats: 4 ; front seats: separate. 

PERFORMANCE max speeds : 25 mph, 40.2 km / h In 1st gear; 37 mph, 59.6 km/h 
In 2nd gear ; 66 mph, 101 .4 km/h in 3rd gear; 84 mph, 135.2 km/h in 4th gear; power
weight rat io : 30.4 Ib/hp, 13.8 kg/ hp; ca rr~ i ng capac ity: 785 Ib, 356 kg: acceleration: 
standing y. mile 21 .5 sec, 0 - 50 mph (0 - 80 km/h) 13.8 sec; speed In direct drive 
at 1,000 rpm : 15.8 mph, 25.4 km/h. 

PRACTICAL INSTRUCTIONS fuel : 90-95 oct petrol ; engine sump oil : 4.75 
imp pt , 5.71 US pt , 2.7 I, SAE 10W-30, change every 5,000 miles , 8,000 km; gearbox 
oil : 1.75 imp pt , 2.11 US pt , 1 I, SAE 80; fi nal drive oil : 2 imp pt , 2.32 US pt, 1.1 
I, SAE 90; greasing : every 2,500 miles , 4,000 km, 9 points; tappet clearances: inlet 
0.009 in , 0.23 mm , exhaust 0.019 in , 0.48 mm ; valve timing : inlet opens 17° before 
tdc and closes 51° after bdc, exhaust opens 51° before bdc and closes 17° after 
tdc ; normal tyre pressure: f ront 24 psi , 1.7 atm, rear 24 psi, 1.7 atm . 

VARIATIONS AND OPTIONAL ACCESSORIES 51 Ah battery ; 4.444 axle 
ratio ; engine max power (DIN) 46 hp, max torque (DIN) 60 Ib ft , 8.3 kg m, 7.8 compres
sion ratio, 38.4 hp/I specific power. 



GREAT BRITAIN 

Anglia De Luxe Estate Car 

ENGINE CAPACITY 60.84 cu In, 997 cu em 
FUEL CONSUMPTION 35.3 m/lmp gal, 29.4 m/US gal, 8.1 x 100 km 
SEATS 4 MAX SPEED 73 mph, 117.5 km/h 
PRICE IN GB basic £. 507, total £.612 

ENGINE front, 4 stroke; cylinders: 4, vertical, In line; bore and stroke: 3.19 x 1.91 
In,81 x 48.5 mm; engine capacity: 60.84 cu In, 997 cu cm; compression ratio: 8.9; 
max power (SAE): 41 hp at 5,000 rpm; max torque (SAE): 55 Ib ft, 7.6 kg m at 2,700 
rpm; max number of engine rpm: 5,600; specific power : 41.1 hp/l; cylinder block: 
cast iron; cylinder head: cast iron; crankshaft bearings: 3; valves: 2 per cylinder, 
overhead, in line, push-rods and rockers; camshafts: 1, side; lubrication: ec
centric or rotary pump, full flow filter; lubricating system capacity: 5.50 imp pt, 
6.55 US pt, 3.1 I; carburation: 1 Solex 30 PSEI downdraught single barrel carbu
rettor; fuel feed: mechanical pump; cooling system: water; cooling system capa
city: 10.20 imp pt, 12.26 US pt, 5.8 I. 

TRANSMISSION driving wheels: rear; clutch: single dry plate, hydraulically 
controlled; gearbox: mechanical; gears: 4 + reverse; synchromesh gears: II, 
III, IV; gearbox ratios: I 4.118, II 2.396, 1111.412, IV 1, rev 5.404; gear lever: central; 
final drive: hypold bevel; axle ratio: 4.444. 

CHASSIS integral;frontsuspension: Independent, by McPherson, coil springs/te
lescopic damper struts, lower wishbones, anti-roll bar; rear suspension: rigid 
axle, semi-elliptic leafsprings, lever dampers. 

STEERING recirculating ball; turns of steering wheel lock to lock: 2.75. 

BRAKES drum, 2 front leading shoes; area rubbed by linings: front 63 sq in , 406.35 
sq cm, rear 63 sq in, 406.35 sq cm, total 126 sq in, 812.70 sq cm. 

ELECTRICAL EQUIPMENT voltage: 12 V; battery : 38 Ah; dynamo: 264 W; 
Ignition distributor: Lucas; headlamps: 2. 

DIMENSIONS AND WEIGHT wheel base: 90.50 in, 2,299 mm; front track: 46 
In, 1,168 mm; rear track: 45.80 in, 1,163 mm; overall length: 154.25 in, 3,918 mm; 
overall width: 57.34 in, 1,456 mm; overall height: 57.57 in, 1,462 mm; ground clear
ance: 6.70 in, 170 mm; dry weight : 1,759 Ib, 798 kg; distribution of weight: 51% 
front axle, 49% rear axle; turning circle (between walls): 32.5 ft, 9.9 m; tyres: 5.60 x 
13; fuel tank capacity: 7 imp gal, 8.4 US gal, 32 I. 

BODY estate car/station wagon; doors: 2 + 1; seats: 4; front seats: separate. 

PERFORMANCE max speeds: 21 mph, 33.8 km/h in 1st gear; 36 mph,58 km/h In 
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2nd gear; 61 mph, 98.2 km/h In 3rd gear; 73 mph, 117.5 km/h in 4th gear; power
weight ratio : 43 Ib/hp, 19.5 kg/hp; carrying capacity: 860 Ib, 390 kg; acceleration: 
standing y. mile 23.8 sec, 0 - 50 mph (0 - 80 km/h) 18.2 sec; speed in direct drive 
at 1,000 rpm : 15.3 mph, 24.6 km/h. 

PRACTICAL INSTRUCTIONS fuel: 90-95 oct petrol; engine sump oil: 4.75 
imp pt, 5.71 US pt, 2.7 I, SAE 10W-30, change every 5,000 miles, 8,000 km; gearbox 
oil: 1.80 imp pt,2.11 US pt, 1 I, SAE 80; final drive oil: 2 imp pt, 2.32 US pt, 1.1 
I, SAE 90; greasing: every 2,500 miles, 4,000 km, 9 points; tappet clearances: inlet 
0.009 in, 0.23 mm, exhaust 0.019 in, 0.48 mm; valve timing : inlet opens 17° before 
tde and closes 51° after bdc, exhaust opens 51° before bdc and closes 17° after 
tdc; normal tyre pressure: front 24 psi, 1.7 atm, rear 30 psi, 2.1 atm. 

VARIATIONS AND OPTIONAL ACCESSORIES 51 Ah battery; engine max 
power (SA E) 37 hp, max torque (SAE) 50 Ib ft, 6.9 kg m, 8 compression ratio, 
31.7 hp/I specific power; engine capacity 73.10 cu in, 1,198 cu cm, max power 54 
hp, 45.1 hp/I specific power, 4.444 axle ratio (for engine, transmission and brakes 
see Anglia Super Saloon) ~~ Anglia Standard Estate Car, only with engine capacity 
60.84 cu in, 997 cu cm. 
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ENGINE CAPACITY 73.10 cu in, 1,198 cu em 
FUEL CONSUMPTION 37.6 m/imp gal, 31.4 m/US gal, 7.51 x 100 km 
SEATS 4·5 MAX SPEED 79 mph, 127.2 km/h 
PRICE IN GB basic £ 553, total £ 668 

ENGINE front, 4 stroke ; cylinders : 4, vertical, in line; bore and stroke : 3.18 x 2.29 
in, 80.8 x 58.2 mm ; engine capacity : 73.10 cu in, 1,198 cu cm; compression ratio: 
9.1; max power (SAE) : 54 hp at 5,000 rpm; max torque (SAE): 69 Ib ft, 9.5 kg m at 
2,700 rpm; max number of engine rpm: 5,600; specific power: 45.1 hp/I; cylinder 
block: cast iron; cylinder head: cast iron; crankshaft bearings : 3; valves: 2 per cy
linder, 'overhead, in line, push-rods and rockers ; camshafts : 1, side; lubrication: 
rotary pump, full flow filter; lubricating system capacity: 5.40 imp pt, 6.55 US pt, 

Front disc brake 
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Cortina 4-door De Luxe Saloon 

3.1 I; carburation : 1 Solex B 30 PSEI 2 downdraught single barrel carburettor; fuel 
feed: mechanical pump; cooling system : water; cooling system capacity: 9 
imp pt, 10.78 US pt, 5.1 I. 

TRANSMISSION driving wheels: rear; clutch: single dry plate, hydraulically 
controlled ; gearbox: mechanical; gears: 4 + reverse ; synchromesh gears : I, II, 
III, IV; gearbox ratios : 13.543, II 2.396, 1111.412, IV 1, rev 3.963; gear lever: central ; 
final drive: hypoid bevel; axle ratio: 4.125. 

CHASSIS integral; front suspension : independent, by McPherson, coil springs/ 
telescopic damper struts, lower wishbones, anti-roll bar; rear suspension: rigid 
axle, semi-elliptic leafsprings, telescopic dampers. 

STEERING recirculating ball; turns of steering wheel lock to lock : 3.16. 

BRAKES front disc (diameter 9.50 in, 241 mm), rear drum; area rubbed by linings: 
front 185 sq in, 1,193.25 sq cm, rear 96.60 sq in, 623.07 sq cm , total 281 .60 sq in, 1,816.32 
sq cm . 

ELECTRICAL EQUIPMENT voltage : 12 V ; battery: 38 Ah; dynamo: 264 W; 
ignition distributor: Lucas ; headlamps: 2. 

DIMENSIONS AND WEIGHT wheel base : 98 in, 2,489 mm ; front track : 50 in, 
1,270 mm; rear track : 49.50 in, 1,257 mm; overall length : 168.30 in, 4,275 mm; overall 
width: 62.50 in, 1,587 mm; overall height: 56.75 in, 1,441 mm; ground clearance : 
6.40 in, 163 mm; dry weight : 1,760 Ib, 798 kg; distribution of weight : 54% front axle, 
46% rear axle; turning circle (between walls): 35 ft, 10.7 m; tyres: 5.20 x 13; fuel 
tank capacity : 8 imp gal, 9.5 US gal, 36 I. 

BODY saloon/sedan; doors : 4; seats: 4-5; front seats: separate. 

PERFORMANCE max speeds: 25 mph, 40.2 km/h in 1st gear; 37 mph,59.6 km/h 
in 2nd gear; 63 mph, 101.4 km/h in 3rd gear; 79 mph, 127.2 km/h in 4th gear; power
weight ratio: 32.6 Ib/hp, 14.8 kg/hp; carrying capacity: 882 Ib, 400 kg; acceleration: 
standing y. mile 22.3 sec, 0-50 mph (0-80 km/h) 14.8 sec; speed in direct drive 
at 1,000 rpm : 16 mph, 25.8 km/h. 

PRACTICAL INSTRUCTIONS fuel: 90-95 oct petrol; engine sump oil: 4.58 
imp pt, 5.50 US pt, 2.6 I, SAE 10W-30, change every 5,000 miles, 8,000 km; gearbox 
oil : 1.75 imp pt, 2.11 US pt, 1 I, SAE 80, change every 5,000 miles, 8,000 km ; final 
drive oil : 2 imp pt,2.32 US pt, 1.1 I, SAE 90; greasing : none; tappet clearances : inlet 
0.008 in, 0.20 mm, exhaust 0.018 in, 0.46 mm; valve tim ing: inlet opens 17° before 
tdc and closes 51° after bdc, exhaust opens 51° before bdc and closes 17° after tdc; 
normal tyre pressure: front 23 ps i, 1.6 atm , rear 23 psi, 1.6 atm. 

VARIATIONS AND OPTIONAL ACCESSORIES 4.440 axle ratio; steering 
column gear lever ; separate front seats ; engine max power (SAE) 50.5 hp, max 
torque (SAE) 59 Ib ft, 8.2 kg m, 7.3 compression ratiO, 42.1 hp/I specific power; 
engine capacity 91.53 cu in, 1,499.90 cu cm (for engine and corresponding trans
mission see Cortina Super 2-door Saloon) ~'j Cortina 2-door De Luxe Saloon , dry 
weight 1,705 Ib, 773 kg, power-weight ratio 31.5 Ib/hp, 14.3 kg/hp. 



GREAT BRITAIN 

Cortina Super 2·door Saloon 

ENGINE CAPACITY 91.53 eu In, 1,499.80 eu em 
FUEL CONSUMPTION 32.3 m/lmp gal, 27 m/US gal, 8.7 I x 100 km 
SEATS 4·5 MAX SPEED 84 mph, 135.2 km/h 
PRICE IN GB basic £ 583, total £ 704 
PRICE IN USA $ 1,759 

ENGINE front, 4 stroke; cylinders: 4, vertical, In line; bore and stroke: 3.19 x 2.87 
In, 81 x 72.9 mm; eng ine capacity : 91.53 cu In, 1,499.90 cu cm; compression ratio: 
9; max power (SAE): 65 hp at 4,800 rpm ; max torque (SAE): 88 Ib ft, 12.1 kg m 
at 2,500 rpm ; max number of engine rpm : 5,200; specific power : 43.3 hp/I ; cylin
der block : cast iron; cylinder head : cast Iron ; crankshaft bearings: 5; valves : 2 
per cylinder, overhead, in line. push-rods and rockers; camshafts : 1, side ; lubri
cation : rotary pump, full flow filter; lubricating system capacity : 6.50 imp pt, 7.82 
USpt, 3.71; carburation : 1 Zenith 33 VN 2 downdraught carburettor ; fuel feed: mech
anical pump; cooling system: water; cooling system capacity: 12.75 imp pt, 15.22 
US pt, 7.2 I. 

TRANSMISSION driving wheels : rear; clutch : single dry plate, hydraulically 
controlled ; gearbox: mechanical; gears : 4 + reverse; synchromesh gears: I, II, 
III, IV; gearbox ratios : I 3.543, II 2.396, III 1.412, IV 1, rev 3.963; gear lever: cen
tral; final drive: hypoid bevel; axle ratio: 3.900. 

CHASSIS integral; front suspension : independent, by McPherson, coil springs/ 
telescopic damper struts, lower wishbones, anti -roll bar ; rear suspension : rigid 
axle, semi-elliptic leafsprings, telescopic dampers. 

STEERING recirculating ball ; turns of steering wheel lock to lock : 3.16. 

BRAKES front disc (diameter 9.50 in, 241 mm), rear drum ; area rubbed by linings: 
front 185 sq in, 1,193.25 sq cm, rear 96.60 sq In , 623.07 sq cm , total 281.60 sq in, 1,816.32 
sq cm. 

ELECTRICAL EQUIPMENT voltage: 12 V ; battery: 38 Ah ; dynamo : 264 W ; 
ignition distributor: Lucas; headlamps : 2. 

DIMENSIONS AND WEIGHT wheel base : 98 in, 2,489 mm; front track: 50 
In, 1,270 mm; rear t rack : 49.50 in, 1,257 mm ; overaillength : 168.30 in, 4,275 fnm; overall 
width : 62.52 in, 1,588 mm ; overall height: 56.75 in, 1,441 mm ; ground clearance: 
5.75 In, 146 mm ; dry weight : 1,820 Ib, 826 kg ; distribution of weight: 56% front 
axle, 44% rear axle ; turning circle (between walls) : 35 ft, 10.7 m; tyres : 5.60 x 13; 
fuel tank capacity : 8 Imp gal , 9.5 US gal, 36 I. 

BODY saloon/sedan ; doors: 2; seats : 4-5; front seats: separate. 

PERFORMANCE max speeds: 29 mph, 46.7 km/h in 1st gear; 43 mph, 69.2 km/h 
In 2nd gear; 71 mph, 114.3 km/h in 3rd gear; 84 mph, 135.2 km/h in 4th gear; power-
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Automatic gearbox 

weight ratio : 28 Ib/hp, 12.7 kg/hp; carrying capacity: 785 Ib, 356 kg; acceleration: 
standing X mile 20.6 sec, 0 - 50 mph (0 - 80 km/h) 12.8 sec; speed in direct drive 
at 1,000 rpm : 17.2 mph, 27.7 km/ h. 

PRACTICAL INSTRUCTIONS fuel : 90-95 oct petrol ; engine sump 011 : 5.75 
imp pt , 6.98 US pt,3.3 I, SAE 10W-30, change every 5,000 miles, 8,000 km ; gearbox 
oil : 1.75 imp pt, 2.11 US pt, 1 I, SAE 80, change every 5,000 miles, 8,000 km; final 
drive oil : 2 imp pt , 2.32 US pt , 1.1 I, SAE 90 ; greasing : none; tappet clearances: 
inlet 0.009 in, 0.23 mm , exhaust 0.019 in , 0.48 mm; valve timing : inlet opens 17· before 
tdc and closes 51· after bdc, exhaust opens 51· before bdc and closes 17· after tdc; 
normal tyre pressure : front 24 psi, 1.7 atm , rear 24 psi, 1.7 atm. 

VARIATIONS AND OPTIONAL ACCESSORIES 7.5 compression ratio; 4.125 
axle ratio; steering column gear lever ; bench front seats ; Borg-Warner 35 automatic 
gearbox , hydraulic torque convertor and planetary gears with 3 ratios (I 2.390, II 
1.450,1111, rev 2.090), max ratio of convertor at stall 2, acceleration standing X mile 
21.1 sec, 0 - 50 mph (0 - 80 km/h) 13.6 sec, max speed 79 mph , 127.2 km/h ~'i Cortina 
Super 4-door Saloon , dry weight 1,832 Ib, 831 kg. 
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ENGINE CAPACITY 91.53 cu In,1,499.9O cu em 
FUEL CONSUMPTION 29.8 m/lmp gal, 24.8 m/US gal, 9.5 I x 100 km 
SEATS 4 - 5 MAX SPEED 91 mph, 146.5 km/h 
PRICE IN GB basic £ 668, total £ 807 

ENGINE front, 4 stroke; cylinders : 4, vertical, in line; bore and stroke: 3.19 x 2.87 
in,81 x 72.7 mm; engine capacity : 91 .53 cu in, l,499.90 cu cm; compression ratio : 9; 
max power (SAE) : 83.5 hp at 5,200 rpm ; max torque (SAE) : 97 Ib ft , 13.4 kg mat 
3,600 rpm; max number of engine rpm : 6,000; specific power: 55.7 hp/I; cylinder 
block : cast iron; cylinder head: cast iron; crankshaft bearings: 5; valves: 2 per 
cylinder, overhead, in line, push-rods and rockers ; camshafts: 1, side; lubrication: 
rotary pump, full flow filter; lubricating system capacity : 6.50 Imp pt, 7.82 US pt, 
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Cortina 4-door GT Saloon 

3.7 I; carburatlon: 1 Weber 28/36 DCD 22 downdraught twin barrel carbureftor; 
fuel feed: mechanical pump ; cooling system: water; cool ing system capacity : 
10.25 imp pt, 12.26 US pt, 5.8 1. 

TRANSMISSION driving wheels : rear ; clutch: single dry plate, hydraulically 
controlled; gearbox: mechanical ; gears : 4 + reverse; synchromesh gears : I, II 
III, IV ; gearbox ratios : I 3.543, II 2.396, 1111 .412, IV 1, rev 3.963 ; gear lever: central 
final drive : hypoid bevel; axle ratio : 3.900. 

CHASSIS integral; front suspens ion: independent, by McPherson, coli springs/te
lescopic damper struts, lower wishbones, anti-roil bar ; rear suspens ion: rigid 
axle, semi-elliptic leafsprings, torque arms , telescop ic dampers. 

STEERING recirculating ball ; turns of steering wheel lock to lock: 2.75. 

BRAKES front disc (diameter 9.50 in, 241 mm), rear drum; area rubbed by IInlng.s : 
front 189.50 SQ in, 1,222.27 SQ cm , rear 96.60 SQ In , 623.07 SQ cm , total 286.10 SQ in , 
1,845.34 SQ cm. 

ELECTRICAL EQUIPMENT voltage : 12 V ; battery : 38 Ah ; dynamo : 264 W; Igni
tion distributor : Lucas; headlamps : 2. 

DIMENSIONS AND WEIGHT wheel base : 98 In, 2,489 mm; front track : 50 
in, 1,270 mm; rear track : 49.50 In, 1,257 mm ; overall length : 168.30 in, 4,275 mm ; 
overall width : 62.52 in, 1,588 mm; overall height : 56.75 in, 1,441 mm ; ground clearance : 
5.75 in, 146 mm ; dry weight: 1,870 Ib, 848 kg ; distribution of weight : 53% front axle, 
47% rear axle; turning circle (between walls) : 36 ft, 11 m ; tyres : 5.60 x 13; fuel 
tank capacity: 81mp gal , 9.5 US gal, 361. 

BODY saloon/sedan; doors : 4 ; seats : 4-5 ; front" seats : separate. 

PERFORMANCE max speeds : 29.5 mph , 47.5 km/h in 1st gear; 44 mph , 70.8 km/h 
in 2nd gear'; 74 mph , 119.1 km/h in 3rd gear ; 91 mph , 146.5 km/h in 4th gear; power
wei.ght rat io :.22.5 Ib/hp, 10.2 kg/hp; carry ing capac ity : 882 Ib , 400 kg ; acceleration : 
standing Yo mile 18.8 sec, 0 - 50 mph (0 - 80 km/h) 8.5 sec ; speed In direct drive 
at 1,000 rpm : 17.4 mph, 28 km/h. 

PRACTICAL INSTRUCTIONS fuel : 95-100 oct petrol ; engine sump oil : 5.75 
Imp pt, 6.98 US pt, 3.3 I, SAE 10W-30, change every 5,000 miles, 8,000 km; gearbox 
oil: 1.75 imp pt, 2.11 US pt,ll , SAE 80, change every 5,000 miles, 8,000 km; final drive 
oil : 2 imp pt, 2.32 US pt, 1.1 I , SAE 90, change every 5,000 miles, 8,000 km; greasing : 
none; sparking plug type : 225°; tappet clearances : inlet 0.012 in, 0.30 mm hot, exhaust 
0.022 in, 0.56 mm hot; valve tim ing: inlet opens 27° before tdc and closes 65° after 
bdc, exhaust opens 65° before bdc and closes 27° after Idc ; normal tyre pressure: 
front 27 psi, 1.9 atm, rear 29 psi , 2 atm . 

VARIATIONS A,ND OPTIONAL ACCESSORIES ~'j Cortina 2-door GT 
Saloon, dry weight 1,834 Ib, 832 kg , power-weight rat io 22 Ib/hp, 10 kg/hp. 
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Cortina Lotus 

ENGINE CAPACITY 95.07 cu in, 1,558 cu em 
FUEL CONSUMPTION 20.2 m/imp gal, 16.8 m/US gal, 14 I x 100 km 
SEATS 4.5 MAX SPEED 110 mph, 177.1 km/h 
PRICE IN GB basic £ 833, total £ 1,006 

ENGINE front, 4 stroke; cylinders: 4, vertical, In line; bore and stroke: 3.25 x 2.86 
In, 82.5 x 72.7 mm; engine capacity: 95.07 cu in, 1,558 cu cm; compression ratio: 
9.5; max power (SAE): 115 hp at 5,500 rpm; max torque (SAE): 108 Ib ft, 14.9 kg m 
at 4,000 rpm; max number of engine rpm: 6,500; specific power: 73.8 hp/I; cylin
der block: cast iron; cylinder head: light alloy, hemispherical combustion cham
bers; crankshaft bearings: 5; valves: 2 per cylinder, overhead, Vee-slanted, thim
ble tappets; camshafts: 2, overhead; lubrication: eccentric pump, full flow filter; 
lubricating system capacity: 7 imp pt, 8.46 US pt, 4 I; carburation : 2 Weber DCOE 
18 horizontal carburettors; fuel feed : mechanical pump; cooling system: water; 
cooling system capacity: 15.50 imp pt, 18.60 US pt, 8.8 I. 

TRANSMISSION driving wheels: rear; clutch: single dry plate, hydraulically 
controlled; gearbox: mechanical; gears: 4 + reverse; synchromesh gears: I, II, 
III, IV; gearbox ratios: I 2.970, II 2.010, 1111 .400, IV 1, rev 3.318; gear lever: central; 
final drive: hypoid bevel; axle ratio: 3.900. 

CHASSIS Integral; front suspension: Independent, by McPherson, coil springs/ 
telescopic damper struts, lower wishbones, anti-roil bar; rear suspension: rigid 
axle, trailing radius arms, wide-based lower A-bracket, coil springs, telescopic 
dampers. 

STEERING recirculating ball; turns of steering wheel lock to lock: 2.25. 

BRAKES front disc (diameter 9.50 in, 241 mm), rear drum, servo ; area rubbed by 
linings : total 285.60 sq in, 1,842.12 sq cm. 

ELECTRICAL EQUIPMENT voltage: 12 V; battery: 38 Ah; dynamo: 264 W; igni
tion distributor: Lucas; headlamps : 2. 

DIMENSIONS AND WEIGHT wheel base: 98.40 in, 2,499 mm ; front track: 51 .50 ' 
in, 1,308 mm ; rear tracli: 50.50 in, 1,283 mm; overall length: 168.30 in, 4,275 mm; 
overall width: 62.50 in, 1,587 mm; overall height: 53.40 in, 1,356 mm; ground clear
ance: 5.30 in , 135 mm; dry weight: 1,915 Ib, 869 kg; distribution-of weight : 54% front 
axle, 46% rear axle; turning circle (between walls): 32.5 ft , 9.9 m; width of rims : 
5.5" ; tyres : 6.00 x 13; fuel tank capacity: 8.8 imp gal, 10.6 US gal, 40 I. 

BODY saloon/sedan; doors: 2; seats: 4-5; front seats: separate. 

Ford 

PERFORMANCE max speeds: 38 mph, 61.2 km/h in 1st gear ; 56 mph, 90.2 km/h 
in 2nd gear; 81 mph, 130.4 km/h in 3rd gear; 110 mph , 177.1 km/h In 4th gear; power
weight ratio: 16.8 Ib/hp, 7.6 kg/hp ; carrying capacity: 882 Ib, 400 kg; acceleration : 
standing y. mile 17 sec, 0-50 mph (0-80 km/h) 4.2 sec; speed in direct drive at 
1,000 rpm: 17.4 mph, 28 km/h. 

PRACTICAL INSTRUCTIONS fuel: 100 oct petrol; engine sump oil: SAE 
10W-30, change every 2,500 miles, 4,000 km ; gearbox oil: SAE 80, change every 5,000 
miles, 8,000 km; final drive oil: SAE 90 ; greasing: every 2,500 miles, 4,000 km, 5 points; 
tappet clearances: in let 0.005 in, 0.13 mm, exhaust 0.006 in, 0.15 mm ; valve timing: 
inlet opens 22° before tdc and closes 62° after bdc, exhaust opens 62° before bdc and 
closes 22° after tdc; normal tyre pressure: front 20 psi, 1.4 atm, rear 20 psi, 1.4 atm. 

VARIATIONS AND OPTIONAL ACCESSORIES 4.100 axle ratio ; 120 hp 
tuned engine ; competition model, engine capacity 97.27 cu in, 1,594 cu cm, bore 
3.29 in, 83.5 mm, max power (DIN) 140 hp at 6,500 rpm, max torque (DIN) 125 Ib ft, 
17.3 kg m at 5,000 rpm, 87.8 hp/l specific power, 2 Weber 40 DCOE 2 horizontal 
twin barrel carburettors, 4.444 axle ratio, on request 3.770 3.900 4.125 axle ratios, 
5.50 x 13 tyres, 011 cooler, electric fuel pump, light alloy wheels, competition suspen
sion semi-axles and propeller shaft, enlarged fuel tank. 
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ENGINE CAPACITY 91.53 cu in, 1,499.90 cu em 
FUEL CONSUMPTION 33.5 m/imp gal, 28 m/US gal, 8.4 I x 100 km 
SEATS 4·5 MAX SPEED 80 mph, 128.8 km/h 
PRICE IN GB basic £ 688, total £ 831 
PRICE IN USA $ 2,095 

ENGINE front, 4 stroke; cylinders: 4, vertical, in line; bore and stroke: 3.19 x 2.87 
in, 81 x 72.9 mm; engine capacity: 91 .53 cu in,1,499.90 cu cm; compression ratio: 
9; max power (SAE): 65 hp at 4,800 rpm; max torque (SA E) : 88 Ib ft, 12.1 kg m 
at 2,500 rpm; max number of engine rpm : 5,200; specific power: 43.3 hp/I; cylin' 
der block: cast Iron; cylinder head : cast iron; crankshaft bearings: 5; valves: 2 
per cylinder, overhead, in line, push-rods and rockers; camshafts: 1, side; lubri
cation : rotary pump, full flow filter; lubricating system capacity: 6.50 imp pt, 7.82 
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US pt, 3.71; carburatlon : 1 Zenith 33 VN 2 downdraughtcarburettor; fuelfeed: mech
anical pump; cooling system : water; cooling system capacity: 12.75 imp pt, 15.22 
US pt, 7.2 I. 
TRANSMISSION driving wheels : rear; clutch: single dry plate, hydraulically 
controlled; gearbox : mechanical ; gears : 4 + reverse; synchromesh gears : I, II, 
III, IV ; gearbox ratios: I 3.543, II 2.396, III 1.412, IV 1, rev 3.963; gear lever: central; 
final drive : hypoid bevel; axle ratio: 3.900. 
CHASSIS Integral; fro·nt suspension: independent, by McPherson, coil springs/ 
telescopic damper struts, lower wishbones, anti-roll bar; rear suspension : rigid 
axle, semi-elliptic leafsprings, lever dampers. 
STEERING recirculating ball; turns of steering wheel lock to lock: 3.1 6. 
BRAKES front disc (diameter 9.50 in, 241 mm), rear drum; area rubbed by linings : 
front 185 sq in, 1,193.25 sq cm, rear 96.60 sq in, 623.07 sq cm, total 281.60 sq in, 1,816.32 
sq cm . 
ELECTRICAL EQUIPMENT voltage: 12 V; battery: 38 Ah; dynamo : 264 W; 
ignition distributor: Lucas; headlamps: 2. 
DIMENSIONS AND WEIGHT wheel base : 98 in, 2,489 mm; front track: 50 
in, 1,270 mm; rear track: 49.50 in, 1,257 mm; overall length : 168.46 in, 4,279 mm ; overall 
width : 62.52 in, 1,588 mm; overall height: 57.64 in, 1,464 mm; ground clearance: 
6.60 in, 168 mm; dry weight: 1,968 Ib, 893 kg; distribution of weight: 51% front axle, 
49% rear axle; turning circle (between walls): 36 ft, 11 m; width of rims: 4"; tyres: 
6.00 x 13; fuel tank capacity: 8 imp gal, 9.5 US gal, 36 I. 
BODY estate car/station wagon; doors: 4 + 1; seats: 4 - 5; front seats : separate. 
PERFORMANCE max speeds: 25 mph, 40.2 km/h in 1st gear; 37 mph, 59.6 km/h 
in 2nd gear; 63 mph, 101.4 km/h in 3rd gear; 80 mph, 128.8 km/h In 4th gear; power
weight rat io: 30.2 Ib/hp, 13.7 kg/hp; carrying capacity: 882 Ib, 400 kg; acceleration : 
standing X mile 21.1 sec; speed in direct drive at 1,000 rpm: 17.2 mph , 27.7 km/h . 
PRACTICAL INSTRUCTIONS fuel : 90-95 oct petrol; engine sump oil: 5.75 
imp pt, 6.98 US pt, 3.3 I, SAE 10W-30, change every 6,000 miles, 9,700 km; gearbox 
oil : 1.75 imp pt, 2.11 US pt, 1 I, SAE 80, change every 5,000 miles, 8,000 km ; final 
drive oil : 2 imp pt, 2.32 US pt,1.11, SAE 90; greasing : none; tappet clearances : Inlet 
0.009 in, 0.23 mm, exhaust 0.019 in, 0.48 mm; valve tim ing: inlet opens 17° before tdc 
and closes 51° after bdc, exhaust opens 51° before bdc and closes 17° after tdc; 
normal tyre pressure : front 24 psi, 1.7 atm, rear 30 psi , 2.1 atm. 
VARIATIONS AND OPTIONAL ACCESSORIES 7.5 compression ratio; 4.125 
axle ratio; steering column gear lever; separate front seats; Borg-Warner 35 auto
matic gearbox, hydraulic torque convertor and planetary gears with 3 ratios (I 
2.390,111.450,1111, rev 2.090), max ratio of convertor at stall 2, max speed 77 mph, 
124 km/h ~j Cortina De Luxe Estate Car, engine capacity 73.10 cu in, 1,198 cu cm, 
54 hp, lubricating system capacity 4.58 imp pt, 5.50 US pt, 2.6 I, only with 4-speed 
mechanical gearbox, 4.444 axle ratio, dry weight 1,945 Ib, 882 kg, acceleration stand
Ing X mile 25 sec, 0-50 mph (0-80 km/h) 16.1 sec, speed in di rect drive at 1,000 
rpr1l 15.1 mph, 24.3 km/h, max speed 78 mph, 125.6 km/h (for further mechanical 
elements see Cortina 4-door De Luxe Saloon), on request engine capacity 91 .53 
eu in, 1,499.90 eu em. 
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Corsair 4-door De Luxe Saloon 

ENGINE CAPACITY 101.42 cu in, 1,662 cu em 
FUEL CONSUMPTION 32.1 m/imp gal, 26.7 m/US gal, B.B I x 100 km 
SEATS 4 - 5 MAX SPEED 96 mph, 154.6 km/h 
PRICE IN GB basic £ 650, total £ 785 

ENGINE front, 4 stroke; cylinders.: 4, Vee-slanted at eo·; bore and stroke: 3.69 x 
2.38 in, 93.7 x 60.5 mm; engine capacity: 101.42 cu in, 1,662 cu cm; compression 
ratio : 9.1; max power (SAE): 81.5 hp at 4,750 rpm; max torque (SAE): 99 Ib ft, 13.7 
kg m at 3,000 rpm; max engine rpm: 5,600; specific power: 49 hp/I; cylinder block: 
cast iron; cylinder head: cast iron; crankshaft bearings: 3; valves: 2 per cylinder, 
overhead, in line, push-rods and rockers; camshafts : 1, at centre of Vee, side 
auxiliary balancer shaft; lubrication: rotary or vane-type pump, full flow filter; 
lubricating system capacity: 7.50 imp pt, 9.09 US pt, 4.3 I; carburation: 1 Zenith 36 
IV downdraught single barrel carburettor; fuel feed: mechanical pump; cooling 
system: water; cooling system capacity: 13.57 imp pt, 16.28 US pt, 7.7 I. 

TRANSMISSION driving wheels : rear; clutch: single dry plate (diaphragm), 
hydraulically controlled; gearbox: mechanical; gears : 4 + reverse; synchromesh 
gears: I, II, III, IV; gearbox ratios: I 3.543, II 2.396, III 1.412, IV 1, rev 3.963; gear 
lever: steering column; final drive: hypoid bevel; axle ratio: 3.777. 

CHASSIS integral; front suspension : independent, by McPherson, coil springs/ 
telescopic damper struts, lower wishbones, anti-roll bar; rear suspension: rigid 
axle, semi-elliptic leafsprings, telescopic dampers. 

STEERING recirculating ball; turns of steering wheel lock to lock: 4.50. 

BRAKES front disc (diameter 9.62 in, 244 mm), rear drum; area rubbed by linings : 
front 189.50 sq in, 1,222.27 sq cm, rear 96.10 sq in, 619.84 sq cm , total 285.60 sq in, 
1,842.11 sq cm. 

ELECTRICAL EQUIPMENT voltage: 12 V; battery: 38 Ah; generator type: dy
namo, 264 W; Ignition distributor: Lucas; headlamps: 2. 

DIMENSIONS AND WEIGHT wheel base : 101 in, 2,565 mm ; front track: 50.50 
in, 1,283 mm; reartrack: 49.50 in, 1,257 mm ; overall length : 176.60 in, 4,486 mm ; overall 
width : 63.40 in, 1,610 mm ; overall height: 57 in, 1,448 mm; ground clearance : 6.50 
in, 165 mm; dry weight: 2,071 Ib, 939 kg; turning circle (between walls): 36.6 ft, 11 .2 
m; width of rims : 4"; tyres: 5.60 x 13; fuel tank capacity: 10 imp gal, 11.9 US gal, 45 I. 

Ford 

BODY saloon/sedan; doors: 4; seats : 4 - 5; front seats : separate. 

PERFORMANCE max speeds : 28 mph , 45.1 km/h in 1st gear; 41 mph, 66 km/h 
in 2nd gear; 70 mph, 112.7 km/h in 3rd gear ; 96 mph, 154.6 km/h in 4th gear; power
weight ratio: 25.4 Ib/hp, 11.5 kg/hp; carrying capacity: 882Ib, 400 kg; speed in direct 
drive at 1,000 rpm: 17.6 mph, 28.3 km/h. 

PRACTICAL INSTRUCTIONS fuel: 95-100 oct petrol; engine sump oil: 6 imp 
pt, 7.19 US pt, 3.4 I, SAE 10W-30, change every 5,000 miles, 8,000 km; gearbox oil: 
1.75 imp pt, 2.11 US pt, 11, SAE 80; final drive oil: 2 imp pt, 2.33 US pt, 1.1 I, SAE 90; 
greasing: none; tappet clearances: inlet 0.010 in, 0.25 mm hot, exhaust 0.018 in, 
0.46 mm hot; valve timing: inlet opens 20· before tdc and closes 56· after bdc, 
exhaust opens 62· before bdc and closes 14· after tdc; normal tyre pressure : front 
24 psi, 1.7 atm, rear 24 psi, 1.7 atm. 

VARIATIONS AND OPTIONAL ACCESSORIES separate front seats ; central 
gear lever, separate front seats; Borg-Warner 35 automatic gearbox, hydraulic 
torque convertor and planetary gears with 3 ratios (I 2.390, II 1.450, III 1, rev 2.090) , 
max ratio of convertor at stall 2. 
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ENGINE CAPACITY 121.80 eu in, 1,996 eu em 
FUEL CONSUMPTION 30.7 m/imp gal, 25.6 m/US gal, 9.2 I x 100 km 
SEATS 4·5 MAX SPEED 98 mph, 157.8 km/h 
PRICE IN GB basic £ 752, total £ 909 

ENGINE front, 4 stroke; cylinders: 4, Vee-slanted at 60° ; bore and stroke : 3.69 x 
2.85 in, 93.7 x 72.4 mm ; engine capacity: 121 .80 cu in, 1,996 cu cm; compression 
ratio : 8.9; max power (SAE) : 93 hp at 4,750 rpm; max torque (SAE): 123 Ib ft,17 kg m 
at 2,750 rpm; max engine rpm: 5,600; specific power: 46.6 hp/I ; cylinder block : 
cast Iron; cylinder head: cast iron; crankshaft bearings: 3 ; valves : 2 per cylinder, 
overhead, in l ine, push-rods and rockers; camshafts : 1, at centre of Vee, side aux
iliary balancer shaft; lubrication : rotary or vane-type pump, full flow filter; lubricating 
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system capacity : 7.50 imp pt, 9.09 US pt, 4.31; carburation: 1 Zenith 36 IV·29 down
draught carburettor; fuel feed : mechanical pump; cooling system: water; cooling 
system capacity : 15.12 imp pt, 18.18 US pt, 8.6 I. 

TRANSMISSION driving wheels : rear; clutch : single dry plate (diaphragm), 
hydraulically controlled; gearbox : mechanical; gears : 4 + reverse; synchromesh 
gears: I , II, III, IV; gearbox ratios : 12.972, II 2.010, III 1.397, IV 1, rev 3.324; gear lever: 
central; final drive: hypoid bevel; axle ratio: 3.777. 

CHASSIS integral; front suspension: independent, by McPherson, coli springs/ 
telescopic damper struts, lower wishbones, anti-roll bar; rear suspension: rigid 
axle, semi-elliptic leafsprings, telescopic dampers. 

STEERING recirculating ball; turns of steering wheel lock to lock : 4.50. 

BRAKES front disc (diameter 9.62 in, 244 mm), rear drum; area rubbed by linings : 
front 189.50 sq in, 1,222.27 sq cm, rear 96.10 sq in, 619.84 sq cm, total 285.60 sq in, 

. 1,842.11 sq cm. 

ELECTRICAL EQUIPMENT voltage: 12 V; battery : 38 Ah; generator type: dy
namo, 264 W; ignition distributor: Lucas; headlamps: 2. 

DIMENSIONS AND WEIGHT wheel base: 101 in, 2,565 mm; fr.ont track: 50.50 
in, 1,283 mm ; rear track: 49.50 in, 1,257 mm; overall length : 176.60 in, 4,486 mm; over
all width : 63.40 in , 1,610 mm; overall height: 57 in, 1,448 mm; ground clearance: 
6.50 in, 165 mm ; dry weight : 2,100 Ib , 953 kg ; turning circle (between walls): 36.6 
ft, 11.2 m; width of rims: 4"; tyres: 5.60 x 13; fuel tank capacity: 10 imp gal, 11.9 
US gal, 45 I. 

BODY saloon/sedan ; doors: 4; seats: 4 - 5; front seats: separate. 

PERFORMANCE max speeds : 36 mph, 58 km/h in 1st gear; 54 mph, 86.9 km/h 
in 2nd gear; 78 mph, 125.6 km/h in 3rd gear; 98 mph, 157.8 km/h in 4th gear ; power
weight ratio : 22.5 Ib/hp, 10.2 kg/hp; carrying capacity : 882 Ib, 400 kg; speed in direct 
drive at 1,000 rpm : 17.9 mph , 28.8 km/h. 

PRACTICAL INSTRUCTIONS fuel: 98-100 oct petrol; engine sump 011: 6 imp 
pt, 7.19 US pt, 3.4 I , SAE 10W-30, change every 5,000 miles, 8,000 km; gearbox 011: 
1.75 imp pt , 2.11 US pt, 11, SAE 80; final drive oil : 2 imp pt, 2.33 US pt, 1.1 I, SAE 90 ; 
greasing: none; tappet clearances: inlet 0.010 in, 0.25 mm hot, exhaust 0.018 in, 
0.46 mm hot; valve timing : inlet opens 20° before tdc and closes 56° after bdc, 
exhaust opens 62° before bdc and closes 14° after tdc; normal tyre pressure : front 
26 psi , 1.8 atm , rear 30 ps i, 2.1 atm. 

VARIATIONS AND OPTIONAL ACCESSORIES Borg-Warner 35 automatic 
gearbox, hydraulic torque convertor and planetary gears with 3 ratios (I 2.390, II 
1.450,1111, rev 2.090), max ratio of convertor at stall 2. 
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Zephyr 4 Mk III Saloon 

ENGINE CAPACITY 103.92 cu in, 1,703 cu em 
FUEL CONSUMPTION 26.5 m/imp gal, 22.2 m/US gal, 10.6 I x 100 km 
SEATS 6 MAX SPEED B4 mph, 135.2 km/h 
PRICE IN GB basic £ 692, total £ 836 

ENGINE front, 4 stroke; cylinders: 4, vertical, in line; bore and stroke: 3.25 x 3.13 
in, 82.5 x 79.5 mm; engine capacity : 103.92 cu in , 1,703 cu cm; compression ratio : 
8.3; max power(SAE): 73.5 hp at 4,800 rpm; max torque (SAE): 99 Ib ft, 13.7 kg m 
at 3,000 rpm; max number of engine rpm: 5,000; specific power: 43.2 hp/I; cylinder 
block: cast iron; cylinder head : cast iron; crankshaft bearings : 3; valves: 2 per cy
linder, overhead, in line; camshafts : 1, side; lubrication : vane-type pump, full flow 
filter; lubricating system capacity : 7.50 imp pt, 9.09 US pt, 4.31 ; carburation : 1 Zenith 
36 VN downdraught carburettor ; fuel feed: mechanical pump; cooling system: 
water; cooling system capacity: 14.90 imp pt, 17.97 US pt, 8.5 I. 

TRANSMISSION driving wheels: rear; clutch: single dry plate, hydraulically 
controlled; gearbox : mechanical; gears : 4 + reverse; synchromesh gears : I, II, 
III, IV; gearbox ratios : I 4.413, II 2.353, III 1.505, IV 1, rev 4.667; gear lever: steering 
column; final drive : hypoid bevel; axle ratio: 3.900. 

CHASSIS integral ; front suspension: independent, by McPherson, coil springs/ 
telescopic damper struts, lower wishbones, anti-roll bar; rear suspension: rigid 
axle, semi-elliptic leafsprings, lever dampers. 

STEERING recirculating ball; turns of steering wheel lock to lock: 4. 

BRAKES front disc (diameter 9.75 in, 248 mm), rear drum, servo; area rubbed by 
linings : front 203 sq in, 1,309.35 sq cm, rear 127 sq in, 819.15 sq cm , total 330 sq 
in, 2,128.50 sq cm. 

ELECTRICAL EQUIPMENT voltage : 12 V; battery: 45 Ah; dynamo: 264 W; 
Ignition distributor : Lucas; headlamps : 2. 

DIMENSIONS AND WEIGHT wheel base : 107.36 in, 2,727 mm ; front track: 53 In. 
1.346 mm; rear track : 53.50 in, 1,359 mm ; overall length : 180.87 in, 4,594 mm; overall 
width: 69.25 in , 1,759 mm; overall height : 57.20 in, 1,453 mm; ground clearance: 
6.80 in, 173 mm ; dry weight: 2,521 Ib, 1,144 kg; distribution of weight : 51.7% front axle, 
48.3% rear axle ; turning circle (between walls) : 38.8 ft, 11.8 m; width of rims : 4.5"; 
tyres : 6.40 x 13; fuel tank capacity : 12 imp gal , 14.5 US gal, 55 I. 

BODY saloon/sedan; doors: 4; seats: 6; front seats: bench . 

PERFORMANCE max speeds : 21 mph, 33.8 km/h in 1st gear; 39 .mph, 62.8 km/h 
In 2nd gear; 61 mph, 98.2 km/h in 3rd gear ; 84 mph, 135.2 km/h in 4th gear; power-

Ford 

weight ratio: 34.4Ib/hp, 15.6 kg/hp; carrying capacity: 1,058 Ib, 480 kg; acceleration: 
standing y. mile 21.4 sec, 0-50 mph (0-80 km/h) 13.4 sec; speed in direct drive 
at 1,000 rpm : 18.4 mph, 29.6 km/h. 

PRACTICAL INSTRUCTIONS fuel : 91 oct petrol; engine sump oil: 6 imp pt, 
7.19 US pt, 3.4 I, SAE 10W-30, change every 5,000 miles, 8,000 km; gearbox oil : 4 
imp pt, 4.86 US pt, 2.31 , SAE 80; final drive oil: 2.40 imp pt, 2.96 US pt, 1.41, SAE 90; 
greasing : none ; tappet clearances : inlet 0.014 in, 0.36 mm, exhaust 0.014 in, 0.36 
mm; valve timing : inlet opens 17° before tdc and closes 51° after bdc, exhaust opens 
49° before bdc and closes 19° after tdc; normal tyre pressure: front 25 psi, 1.8 atm, 
rear 25 psi, 1.8 atm . 

VARIATIONS AND OPTIONAL ACCESSORIES 57 Ah battery; central gear 
lever; overdrive on II , III and IV (0.777 ratio), 4.110 axle ratio ; Borg-Warner automa
tic gearbox, hydraulic torque convertor and planetary gears with 3 ratios (I 2.390, 
II 1.450, 1111, rev 2.090), max ratio of convertor at stall 2; engine max power (SA E) 
68.5 hp, max torque (SAE) 95 Ib ft, 13.1 kg m, 7 compression ratio, 40.2 hp/I specific 
power. 

221 



Ford 

ENGINE CAPACITY 155.18 cu in, 2,553 cu em 
FUEL CONSUMPTION 25.1 m/imp gal, 21 m/US gal, 11.21 x 100 km 
SEATS 6 MAX SPEED 93 mph, 149.1 km/h 
PRICE IN GB basic £ 152, total £ 908 

ENGINE front , 4 stroke ; cylinders : 6, vertical, in line; bore and stroke: 3.25 x 3.13 
in, 82.5 x 79.5 mm; engine capacity: 155.78 cu in, 2,553 Cll cm; compression ratio: 
8.3 ; max power (SAE): 106 hp at 4,750 rpm ; max torque (SAE) : 139 Ib ft, 19.2 kg m 
at 2,000 rpm ; max number of engine rpm : 4,800 ; specific power: 41.5 hp/ I ; cy linder 
block : cast iron; cylinder head : cast iron; crankshaft beari ngs: 4: va lves: 2 per 
cylinder, overhead, in line; camshafts: 1, side ; lubrication: vane-type pump, full 
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flow filter; lubricating system capacity: 8.50 imp pt, 10.15 US pt, 4.8 I: carburation : 
1 Zenith 36 WIA-2 downdraught carburettor; fuel feed: mechanical pump; cooling 
system: water; cooling system capacity: 18.65 imp pt, 22.41 US pt, 10.6 I. 

TRANSMISSION driving wheels: rear; clutch: single dry olate , hydraulicall y 
controlled ; gearbox: mechanical; gears: 4 + reverse ; syncnromesh gears: I, II. 
III , IV ; gearbox ratios: 13.162, II 2.214, III 1.413, IV 1, rev 3.346; gear leve r: steering 
column; final drive: hypoid bevel; ax le ratio: 3.545. 

CHASSIS integral ; front suspension : in dependent, by McPherson , coil springs / 
telescopic damper struts, lower wishbones, anti-roll bar; rear suspension: rigid 
axle, semi-elliptic leafsprings , lever dampers. 

STEERING recircul ating ball; turns of steering wheel lock to lock : 4. 

BRAKES front disc (diameter 9.75 in, 248 mm), rear drum, servo; area rubbed by 
linings: front 218 sq in , 1,406.10 sq cm, rear 127.25 sq in, 820.76 sq cm, total 345.25 
sq in, 2,226.86 sq cm. 

ELECTRICAL EQUIPMENT voltage: 12 V ; battery: 57 Ah : generator type: dy
namo, 300 W ; ignition distributor: Ford; headlamps: 2 . 

DIMENSIONS AND WEIGHT wheel base: 107.36 in, 2,727 mm ; front track: 53 in. 
1,346 mm; rear track : 53.50 in , 1,359 mm; overall length: 180.87 in, 4,594 mm; overall 
width : 69.25 in, 1,759 mm; overall height : 57 in , 1,448 mm; ground clearance: 6.60 
in , 173 mm ; dry weight: 2,645 Ib, 1,200 kg; distribution of weig ht: 54.4% front ax le. 
45.6% rear axle ; turning circle (between walls) : 38.8 ft , 11.8 m ; tyres: 6.40 x 13: 
fuel tank capacity: 12 imp gal, 14.5 US gal , 55 I. 

BODY saloon/sedan; doors : 4; seats: 6; front seats : bench . 

PERFORMANCE max speeds: 31 mph, 49.9 km/h in 1st gear; 44 mph, 70.8 km / h 
in 2nd gear; 69 mph, 111 .1 km/h in 3rd gear; 93 mph, 149.7 km/h in 4th gear : power
weight ratio: 24.9Ib/hp, 11 .3 kg/hp; carrying capacity : 1,058Ib, 480 kg; acceleration: 
standing X mile 19.6 sec, 0 - 50 mph (0 - 80 km/h) 9.8 sec; speed in direct drive 
at 1.000 rpm : 20.3 mph, 32.7 km/h. 

PRACTICAL INSTRUCTIONS fuel : 91 oct petrol; engine sump oil: 7 imp pt, 
8.46 US pt, 4 I, SAE 10W-30, change every 5,000 miles, 8,000 km; gearbox oil: 4 
imp pt, 4.86 US pt, 2.3 1, SAE 80; final drive oil : 2.40 imp pt, 2.96 US pt, 1.41 , SAE 90; 
steering box oil: 0.50 imp pt, 0.63 US pt, 0.3 I , EP 90; greasing : none; tappet clear
anC9S: inlet 0.014 in, 0.36 mm, exhaust 0.014 in, 0.36 mm; valve timing: inlet opens 17° 
before tdc and closes 51 ° after bdc, exhaus t opens 49° before bdc and closes 19° 
after tdc; tyre pressure (medium load) : front 25 psi, 1.8 atm, rear 25 psi, 1.8 atm. 

VARIATIONS AND OPTIONAL ACCESSORIES 67 Ah battery ; overdrive 
on II, III and IV, 0.777 ratio; Borg-Warner automatic gearbox, hydraulic torque 
convertor and planetary gears with 3 ratios (12.390, II 1.450, 1111 , rev 2.090), max 
ratio of convertor at stall 2 ; engine max power (SAE) 99 hp, max torque (SAE) 
134 Ib ft, 18.5 kg m, 7 compression ratio , 38.8 hp/l specific power. 



GREAT BRITAIN 

Zephyr 6 Mk III Estate Car 

ENGINE CAPACITY 155.78 cu in, 2,553 cu cm 
FUEL CONSUMPTION 25.5 m/imp gal, 21.2 m/US gal, 11.1 I x 100 km 
SEATS 6 MAX SPEED 91 mph, 146.5 km/h 
PRICE IN GB basic £ 982, total £ 1,186 

ENGINE front, 4 stroke; cylinders: 6, vertical, In line; bore and stroke : 3.25 x 3.13 
in, 82.5 x 79.5 mm; engine capacity: 155.78 cu in, 2,553 cu cm; compression ratio : 
8.3 ; max power (SAE): 106 hp at 4,750 rpm; max torque (SAE): 139 Ib ft, 19.2 kg m 
at 2,000 rpm; max engine rpm : 4,800; specific power: 41.5 hpJl; cylinder block : 
cast iron; cylinder head: cast iron; crankshaft bearings: 4; valves : 2 per cylinder, 
overhead, in line; camshafts: I, side; lubricat ion: gear pump, full flow filter; lubricat
ing system capacity: 8.50 imp pt,10.15 US pt, 4.81; carburation: 1 Zenith 36 WIA-2 
downdraught carburettor; fuel feed : mechanical pump; cooling system: water; 
cooling system capacity: 18.65 imp pt, 22.41 US pt, 10.6 I. 

TRANSMISSION driving wheels: rear; clutch: single dry plate, hydraulically 
controlled; gearbox: mechanical; gears: 4 + reverse ; synchromesh gears: I, II, 
III, IV; gearbox ratios: 13.162, II 2.214, 1111.413, IV 1, rev 3.346; gear lever : steering 
column; final drive: hypoid bevel; axle ratio : 3.545. 

CHASSIS integral; front suspension : independent, by McPherson, coil springs/ 
telescopic damper struts, lower wishbones, anti-roll bar; rear suspension: rigid 
axle, semi-elliptic leafsprings, lever dampers. 

STEERING recirculating ball; turns of steering wheel lock to lock: 4. 

BRAKES front disc (diameter 9.75 in, 248 mml. rear drum, servo; area rubbed by 
linings: front 218 sq in, 1,406.10 sq cm, rear 127.25 sq in, 820.76 sq cm, total 345.25 
sq in, 2,226.86 sq cm. 

ELECTRICAL EQUIPMENT voltage: 12 V; battery: 57 Ah; generator type: dy
namo, 300 W; ignition distributor: Ford; head lamps : 2. 

DIMENSIONS AND WEIGHT wheel base: 107.36 in, 2,727 mm; front track: 
53 in, 1,346 mm; rear track: 53.50 in, 1,359 mm; overall length: 180.87 in, 4,594 mm; 
overall width: 69.25 in, 1 ,759 mm; overall height: 57.68 in, 1,465 mm; ground clearance: 
7.40 in, 188 mm; dry weight: 2,806 Ib, 1,273 kg; distribution of weight: 53.1% front 
ax le, 46.9% rear ax le; turning circle (between walls): 38.8 ft, 11.8 m; tyres: 6.70 x 13; 
fuel tank capacity: 12 imp gal, 14.5 US gal, 55 I. 

BODY es tate car/station wagon; doors: 4 + 1; seats: 6; front seats: bench. 

PERFORMANCE max speeds : 31 mph, 49.9 km/h in 1st gear; 44 mph, 70.8 km/h 
in 2nd gear; 69 mph, 111.1 km/h in 3rd gear; 91 mph. 146.5 km/h in 4th gear; power· 
weight ratio: 26.5 Ib/ hp, 12 kg/hp; carrying capacity: 1,058Ib, 480 kg; acceleration: 

Ford 

standing y. mile 19.6 sec, 0 - 50 mph (0 - 80 km/h) 9.8 sec; speed in direct drive 
at 1,000 rpm: 20.9 mph, 33.6 km/h . 

PRACTICAL INSTRUCTIONS fuel: 91 oct petrol; engine sump oil: 7 imp 
pt,8.46 US pt, 4 I, SAE 10W-30, change every 5,000 miles, 8,000 km; gearbox oil: 
4 imp pt, 4.86 US pt, 2.31, SAE 80; final drive oil: 2.40 imp pt, 2.96 US pt, 1.4 I, SAE 
90; greasing: none; tappet clearances: inlet 0.014 in, 0.36 mm, exhaust 0.014 in, 
0.36 mm; valve timing: inlet opens 17° before tdc and closes 51° after bdc, exhaust 
opens 49° before bdc and closes 19° after tdc; normal tyre pressure: front 25 psi, 
1.8 atm, rear 30 psi, 2.1 atm. 

VARIATIONS AND OPTIONAL ACCESSORIES 67 Ah battery; overdrive 
on II, III and IV, 0.777 ratio; Borg-Warner automatic gearbox, hydraulic torque 
convertor and planetary gears with 3 ratios (I 2.390, II 1.450, III " rev 2.090), max 
ratio of convertor at stall 2; engine max power (SAE) 99 hp, max torque (SAE) 
134 Ib ft, 18.5 kg m, 7 compression ratio, 38.8 hpJl specific power "J Zephyr 4 Mk III 
Estate Car, engine capacity 103.92 cu in, 1,703 cu cm, 73.5 hp, 6,70 x 13 tyres, dry 
weight 2,673 Ib, 1,212 kg, speed in direct drive at 1,000 rpm 20.9 mph, 33.6 km/h (for 
engine, transmission, brakes and electrical equipment see Zephyr 4 Mk III Saloon). 
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Ford 

ENGINE CAPACITY 155.78 eu in, 2,553 eu em 
FUEL CONSUMPTION 22 m/imp gal, 18.4 m/US gal, 12.8 I x 100 km 
SEATS 6 MAX SPEED 101 mph, 162.6 km/h 
PRICE IN GB basic £ 867, total £ 1,047 

ENGINE front, 4 stroke; cylinders: 6, vertical, in line ; bore and .stroke : 3.25 x 3.13 
In, 82.5 x 79.5 mm ; engine capacity : 155.78 cu in, 2,553 cu cm ; compression ratio : 
8.3; max power (SAE) : 114 hp at 4,800 rpm ; max torque (SAE) : 141 Ib ft , 19.4 kg m 
at 2,400 rpm ; max number of engine rpm : 5,000; specific power : 44.6 hp/I; cylinder 
block : cast iron; cylinder head: cast iron ; crankshaft bearings: 4 ; valves : 2 per cy
linder, overhead, in line, push- rods and rockers; camshafts : 1, side ; lubrication: 

Zodiac Executive 
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Zodiac Mk III Saloon 

vane-type pump, full flow filter; lubricating system capacity : 8.50 imp pt, 10.15 
US pt , 4.8 I; carburatlon : 1 Zenith 42 WIA-2 downdraught carburettor; fuel feed : 
mechanical pump; cooling system: water; cooling system capacity: 18.65 imp pt, 
22.41 US pt , 10.6 I. 

TRANSMISSION driving wheels: rear; clutch : single dry plate, hydraulically 
controlled ; gearbox: mechanical ; gears : 4 + reverse; synchromesh gears : I , II , 
III, IV; gearbox ratios: 13.162, 112.214, 1111.413, IV 1, rev 3.346; gear lever : steering 
column; final drive: hypoid bevel; axle ratio : 3.545. 

CHASSIS integral; front suspension : independent, by McPherson, co i l springs/ 
telescop ic damper struts, lower wishbones, anti-roll bar; rear suspension : rigid 
axle, semi-elliptic leafsprings, lever dampers. 

STEERING recirculating ball; turns of steering wheel lock to lock : 4. 

BRAKES front disc (d iameter 9.75 in , 248 mm), rear drum, servo; area rubbed by 
linings: f ront 218 sq in , 1,406.10 sq cm, rear 127.25 sq in , 820.76 sq cm, total 345.25 
sq in , 2,226.86 sq cm. 

ELECTRICAL EQUIPMENT voltage: 12 V; battery: 57 Ah; dynamo: 300 W; 
head lamps : 4. 

DIMENSIONS AND WEIGHT wheel base : lQ7.36 in, 2,727 mm; front track : 53 in, 
1,346 mm; rear track : 53.50 in, 1,359 mm; overall length: 182.69 in , 4,640 mm ; over
all width: 69.30 in, 1,760 mm; overall height: 56.80 in, 1,443 mm; ground clearance: 
6.80 in, 173 mm; dry weight: 2,717 Ib, 1,232 kg; distribution of weight : 53% front 
axle, 47% rear axle; turning circle (between walls): 38.8 ft, 11 .8 m; width of rims: 
4.5"; tyres: 6.40 x 13; fuel tank capacity: 12 Imp gal, 14.5 US gal, 551. 

BODY saloon/sedan; doors : 4; seats: 6; front seats : bench. 

PERFORMANCE max speeds: 39 mph, 62.8 km/h In 1st gear ; 56 mph, 90.2 km/h 
In 2nd gear; 84 mph, 135.2 km/h in 3rd gear; 101 mph , 162.6 km/ h in 4th gear; power
weight rat io : 23.8Ib/hp, 10.8 kg/hp; carrying capacity : 1,050 Ib, 476 kg ; acc'eleration: 
standing y. mile 19.2 sec, 0 - 50 mph (0 - 80 km/h) 9.2 sec; speed in di rect drive 
at 1,000 rpm : 20.3 mph, 32.7 km/h, 

PRACTICAL INSTRUCTIONS fuel: 91 oct petrol ; engine sump oil: 7 imp pt, 
8.46 US pt, 41, SAE 10W-30, change every 5,000 miles, 8,000 km; gearbox 011: 4 imp 
pt, 4.86 US pt, 2.3 I , SAE 80; final drive oi l : 2.40 imp pt , 2.96 US pt, 1.4 I, SAE 90; 
greasing : none ; tappet cl earances : inlet 0.014 in , 0.36 mm, exhaust 0.014 in , 0.36 mm; 
valve tim ing : inlet opens 17° before tdc and closes 51° after bdc, exhaust opens 49° 
before bdc and closes 19° after tdc ; normal tyre pressure : front 24 psi , 1.7 atm, rear 
30 psi , 2.1 atm . 

VARIATIONS AND OPTIONAL ACCESSORIES 67 Ah battery; separate 
front seats; overdrive on II, III and IV, 0.777 ratio; Borg-Warner automatic gearbox, 
hydr\l ulic to rque convertor and planetary gears with 3 ratios (I 2.390, II 1.450, III 1, 
rev 2.090), max ratio of convertor at stall 2 ; eng ine max power (SAE) 105.5 hp, max 
torque (SAE) 134 Ib ft , 18.5 kg m, 7 compression ratio,41 .3 hp/I specific power 
L'J Zod iac Executive. 



GREAT BRITAIN 

Zodiac Mk III Estate Car 

ENGINE CAPACITY 155.78 cu in, 2,553 cu em 
FUEL CONSUMPTION 22.5 m/imp gal, 18.8 m/US gal, 12.5 I x 100 km 
SEATS 6 MAX SPEED 100 mph, 161 km/h 
PRICE IN GB basic £ 1,097, total £ 1,325 

ENGINE front, 4 stroke; cylinders: 6, vertical, In line; bore and stroke: 3.25 x 3.13 
In, 82.5 x 79.5 mm; engine capacity: 155.78 cu in, 2,553 cu cm; compression ratio: 
8.3; max power (SAE): 114 hp at 4,800 rpm; max torque (SAE): 141 Ib ft, 19.4 kg m 
at 2,400 rpm; max number of engine rpm: 5,000; specific power: 44.6 hp/I; cylinder 
block: cast iron; cylinder head: cast Iron; crankshaft bearings: 4; valves: 2 per 
cylinder, overhead, in line, push·rods and rockers; camshafts : 1, side; lubrication: 
vane·type pump, full flow filter; lubricating system capacity: 8.50 imp pt, 10.15 US 
pt, 4.81; carburation: 1 Zenith 42 WIA-2 downdraught carburettor; fuel feed: mechan
Ical pump; cooling system: water; cooling system capacity: 18.65 imp pt, 22.41 
US pt, 10.6 I. 

TRANSMISSION driving wheels: rear; clutch : single dry plate, hydraulically 
controlled; gearbox: mechanical; gears : 4 + reverse; synchromesh gears : I, II, 
III ; IV; gearbox ratios: I 3.162, II 2.214, 1111.413, IV 1, rev 3.346; gear lever : steering 
column; final drive: hypoid bevel; axle ratio: 3.545. 

CHASSIS Integral; front suspension: independent, by McPherson, coil springs/te
lescopic damper struts, lower wishbones, anti-roll bar; rear suspension: rigid 
axle, semi-elliptic leafsprings, lever dampers. 

STEERING recirculating ball; turns of steering wheel lock to lock: 4. 

BRAKES front disc (diameter 9.75 in , 248 mm), rear drum, servo; area rubbed by 
linings: front 218 sq in, 1,406.10 sq cm, rear 127.25 sq in, 820.76 sq cm, total 345.25 
sq in, 2,226.86 sq cm. 

ELECTRICAL EQUIPMENT voltage: 12 V; battery: 57 Ah; dynamo: 300 W; 
head lamps : 4. 

DIMENSIONS AND WEIGHT wheel base: 107.36 in, 2,727 mm; front track : 53 in, 
1,346 mm; rear track: 53.50 in,1,359 mm; overall length: 182.69 in, 4,640 mm; overall 
width: 69.08 in, 1,755 mm; overall height: 57 in, 1,448 mm; ground clearance: 
7.40 In, 188 mm; dry weight : 2,906 Ib, 1,318 kg; distribution of weight : 50% front 
axle, 50% rear axle; turning circle (between walls) : 38 ft, 11.6 m; width of rims : 4.5"; 
lyres : 6.70 x 13; fuel tank capacity: 12 imp gal, 14.5 US gal, 55 I. 

BODY estate car/station wagon; doors : 4 + 1; seats: 6; front seats: bench. 

PERFORMANCE max speeds : 39 mph,62.8 km/h In 1st gear; 56 mph, 90.2 km/h 

Ford 

in 2nd gear; 84 mph, 135 km/h in 3rd gear; 100 mph, 161 km/h in 4th gear; power
weight ratio: 25.6 Ib/hp, 11.6 kg/hp; carrying capacity: 1,050 Ib, 476 kg-; acceleration: 
standing Yo mile 19.4 sec, 0 - 50 mph (0 - 80 km/h) 9.6 sec ; speed in direct drive 
at 1,000 rpm: 20.9 mph, 33.6 km/h. 

PRACTICAL INSTRUCTIONS fuel : 91 oct petrol; engine sump oil : 7 imp pt, 
8.46 US pt, 41, SAE 10W-30, change every 5,000 miles, 8,000 km; gearbox oil: 4 imp 
pt, 4.86 US pI, 2.3 I, SAE 80; final drive oil: 2.40 imp pt, 2.96 US pt, 1.4 I, SAE 90; 
greasing : none; tappet clearances: inlet 0.014 in, 0.36 mm, exhaust 0.014 in, 0.36 
mm ; valve timing: inlet opens 17° before tdc and closes 51° after bdc, exhaust opens 
49° before bdc and closes 19° after tdc; normal tyre pressure: front 24 psi, 1.7 atm, 
rear 30 psi, 2.1 atm. 

VARIATIONS AND OPTIONAL ACCESSORIES 67 Ah battery; separate 
front seats; overdrive on 11,111 and IV, 0.777 ratio; Borg-Warner automatic gearbox, 
hydraulic torque convertor and planetary gears with 3 ratios (12.390, II 1.450, III 1, 
rev 2.090), max ratio of convertor at stall 2; engine max power (SAE) 105.5 hp, max 
torque (SAE) 134 Ib ft, 18.5 kg m, 7 compression ratio, 41.3 hp/I specific power. 
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Ford 

ENGINE CAPACITY 72.19 eu In, 1,183 eu em 
FUEL CONSUMPTION 37.6 m/imp gal, 31.4 m/US gal, 7.5 I x 100 km 
SEATS 4 MAX SPEED 78.9 mph, 127 km/h 
PRICE IN GB basic £ 720, total £ 872 
PRICE EX WORKS 5,830 marks 

ENGINE front. 4 stroke ; cylinders: 4, Vee-slanted at 60°; bore and stroke : 3.15 x 2.32 
In, 80 x 58.9 mm ; engine capacity : 72.19 cu in, 1,183 cu cm; compression ratio : 
7.8; max power (SA E) : 50 hp at 5,000 rpm ; max torque (SA E): 61 Ib ft , 8.4 kg m 
at 2,700 rpm; specific power : 42.3 hp/I ; cyl inder block : cast iron ; cylinder head : 
cast i ron; crankshaft bearings : 3; valves : 2 per cylinder, overhead, push-rods and 
rockers; camshafts : 1, at centre of Vee, side auxiliary balancer shaft ; lubrication: ro
tary pump, full flow filter; lubricating system capacity : 5.63 imp pt, 6.76 US pt, 3.2 I; 
carburation: 1 Solex 28 POSIT-7 downdraught carburettor; fuel feed: mechanical 
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4-door Taunus 12M Limousine 

pump; cooling system : liquid, double sealed circuit with 2 thermostatically con
trolled radiators, automatic electromagnetic fan; cooling system capacity: 11 .44 
imp pt, 13.74 US pt , 6.5 I. 
TRANSMISSION driving wheels: front; clutch: single dry plate ; gearbox: mech
anical; gears : 4 + reverse; synchromesh gears: I, II, III , IV ; gearbox ratios: I 
3.690, II 2.330, III 1.480, IV 1, rev 3.960 ; gear lever : steering column ; final drive : 
hypoid bevel ; axle ratio : 3.780. 
CHASSIS Integral; front suspension : independent, wishbones, transverse leaf
spring upper arms, telescopic dampers; rear suspension : rigid axle, semi-elliptic 
leafsprings, anti-roll bar, telescopic dampers. 
STEERING worm and roller; turns of steering wheel lock to lock: 3.50. 
BRAKES front disc (diameter 9.37 in , 238 mm), rear drum. 
ELECTRICAL EQUIPMENT voltage: 6 V; battery: 77 Ah; dynamo: 200 W; Ignition 
distributor: Bosch; headlamps: 2. 
DIMENSIONS AND WEIGHT wheel base : 99.49 in, 2,527 mm; front track : 49.02 in 
1,245 mm; rear track : 49.02 In, 1,245 mm ; overalilenglh: 167.24 in, 4,248 mm; overall 
width : 62.76 in, 1,594 mm ; overall height : 57.40 in, 1,458 mm; ground clearance: 
6.10 In,155 mm; dry weight : l,9071b, 865 kg; distribution of weight : 61 .7% front axle, 
38.3% rear axle; turning circle (between walls): 37.7 ft, 11.5 m; tyres : 5.60 x 13; 
fuel tank capac ity : 8.4 Imp gal, 10 US gal, 38 I. 
BODY saloon/sedan; doors : 4; seats: 4; front seats: bench. 
PERFORMANCE max speeds : 21 .7 mph, 35 km/h In 1st gear; 37.9 mph, 61 km/h 
In 2nd gear ; 59.6 mph, 96 km/h In 3rd gear; 78.9 mph, 127 km/h in 4th gear ; power
weight ratio: 38.1 Ib/hp, 17.3 kg/hp ; carrying capacity : 882 Ib, 400 kg; max gradient 
in 'lst gear : 35%; acceleration: standing X mile 23.1 sec, 0 - 50 mph (0 - 80 km/h) 
16.9 sec; speed in direct drive at 1,000 rpm : 18 mph, 29 km/h. 
PRACTICAL INSTRUCTIONS fuel : 90 oct petrol; engine sump oil : 5.28 Imp 
pt, 6.34 US pt, 3 I, SAE 20W-30 HO, change every 6,200 miles, 10,000 km; gearbox 
and final drive 011: 5.28 imp pt, 6.34 US pt, 3 I, SAE 90, change every 12,400 miles, 
20,000 km; greasing: every 6,200 miles, 10,000 km,2 points; tappet clearances : Inlet 
0.016 In, 0.40 mm, exhaust 0.016 in, 0.40 mm; valve timing: inlet opens 24° before 
tdc and closes 52° after bdc, exhaust opens 66° before bdc and closes 10° after tdc; 
tyre pressure (medium load): front 23 psi, 1.6 atm, rear 24 psi, 1.7 atm. 
VARIATIONS AND OPTIONAL ACCESSORIES 4.125 axle ratio; sunshine 
roof; 1.5-litre engine, capacity 91.41 cu In, 1,498 cu cm, max power (SAE) 57 hp at 
5,000 rpm, max torque (SA E) 80 Ib ft, 11 kg m at 2,400 rpm, 8 compression ratio, 
3.560 axle rat io, speed In direct drive at 1,000 rpm 18.8 mph, 30.2 km/h, max speed 
80.8 mph 130 km/h, fuel consumption 36.2 m/imp gal, 30.1 m/US gal, 7.8 I x 100 km 
~ 2.door Taunus 12M Limousine, dry weight l,8631b, 845 kg ~'J 2-and 4-door Taunus 
12M TS Limousine, engine capacity 91.41 cu in, 1,498 cu cm, max power (SAE) 
72 hp at 5,000 rpm , max torque (SAE) 87 Ib ft, 12 kg m at 2,700 rpm, 9 compression 
ratlo,l Solex 32 POSIT-7 downdraught carburettor, 3.560 axle ratio , overall length 
170.16 in, 4,322 mm, dry weight 1,918 Ib, 870 kg (2-door). 1,962 Ib, 890 kg (4-door), 
acceleration 0-50 mph (0-80 km/h) 9.5 sec, speed in direct drive at 1,000 rpm 
18.8 mph, 30.2 km/h, max speed 87 mph , 140 km/h, fuel consumption 33.6 m/lmp 
gal, 28 m/US gal , 8.4 I x 100 km. 



GERMANY (Federal Republic) 

Taunus 12M Coupe 

ENGINE CAPACITY 91.41 cu in, 1,498 cu em 
FUEL CONSUMPTION 33.6 m/imp gal, 28 m/US gal, 8.4 I x 100 km 
SEATS 4 MAX SPEED 87 mph, 140 km/h 
PRICE IN GB basic £ 780, total £ 944 
PRICE EX WORKS 6,300 marks 

ENGINE front, 4 stroke; cylinders: 4, Vee-slanted at 60· ; bore and stroke : 3.54 x 2.32 
in, 90 x 58.9 mm; engine capacity: 91.41 cu in, 1,498 cu cm; compression ratio: 
9; max power (SAE) : 72 hp at 5,000 rpm; max torque (SAEl: 87 Ib ft, 12 kg m a, 
2,700 rpm; specific power : 48.1 hp/I; cylinder block: cast iron; cylinder head; 
cast iron; crankshafts bearings: 3; valves: 2 per cylinder , overhead, push-rods and 
rockers; camshafts: 1, at centre of Vee, side auxiliary balancer shaft; lubrication : 
rotary pump, full flow filter; lubricating system capacity : 5.63 imp pt, 6.76 US pt, 
3.2 I; carburation: 1 Solex 32 PDSIT-7 downdraught carburettor ; fuel feed : mechan
ical pump; cooling system: liquid, double sealed circuit with 2 thermostatically 
controlled ' radiators, automatic electromagnetic fan ; cooling system capac ity : 
11.44 imp pt, 13.74 US pt, 6.5 I. 

TRANSMISSION driving wheels: front; clutch: single dry plate; gearbox : mech
anical; gears: 4 + reverse ; synchromesh gears : I, II , III , IV ; gearbox ratios : I 3.690, 
II 2.330, 1111.480, IV 1, rev 3.960 ; gear lever: steering column ; fina l drive: hypoid 
bevel; axle ratio: 3.560. 

CHASSIS integral ; front suspension: independent, wishbones , transverse leaf
spring upper arms, telescopic dampers; rear suspension : rigid ax le, semi-elliptic 
leafsprings, telescopic dampers. 

STEERING worm and roller ; turns of steering wheel lock to lock: 3.50. 

BRAKES front disc (diameter 9.37 in, 238 mm), rear drum. 

ELECTRICAL EQUIPMENT voltage : 6 V ; battery: 77 Ah; dynamo : 200 W ; igni 
tion distributor : Bosch; head lamps : 2. 

DIMENSIONS AND WEIGHT wheel base : 99.49 in, 2,527 mm ; front track : 49.02 
in, 1,245 mm ; rear track: 49.02 in, 1,245 mm ; overall length : 170.16 in, 4,322 mm; 
overall width : 62.76 in, 1,594 mm ; overall height: 56.06 in , 1,424 mm; ground clear
ance: 6.10 in, 155 mm; dry weight : 1,896Ib, 860 kg ; turning circle (between walls) : 
37.7 ft, 11 .5 m; tyres: 5..60 x 13; /uel tank capacity : 8.4 imp gal , 10 US gal , 38 I. 

Ford 

BODY coupe; doors: 2; seats : 4; front seats: separate. 

PERFORMANCE max speeds: 23.6 mph, 38 km/h in 1st gear; 41.6 mph , 67 km/h in 
2nd gear; 62.7 mph, 101 km/h in 3rd gear ; 87 mph, 140 km/h in 4th gear; power
weight ratio: 26.2 Ib/ hp, 11.9 kg/hp; carrying capacity: 706 Ib, 320 kg; max gradient 
in 1st gear: 47% ; acceleration: 0-50 mph (0-80 km/h) 9.4 sec; speed in direct 
drive at 1,000 rpm : 18.8 mph, 30.2 km/h. 

PRACTICAL INSTRUCTIONS fuel: 95-100 oct petrol; engine sump oil : 5.28 
imp pt, 6.34 US pt, 3 I, SAE 20W-30 HD, change every 6,200 miles, 10,000 km; gear
box and final drive oil: 5.28 imp pt, 6.34 US pt, 3 I, SAE 90, change every 12,400 
miles, 20,000 km ; greasing: every 6,200 miles, 10,000 km,2 points ; tappet clear
ances: inlet 0.013-0.015 in, 0.34-0.37 mm, exhaust 0.013-0.015 in, 0.34-0.37 mm; valve 
timing : inlet opens 33· before tdc and closes 89° after bdc, exhaust opens 29° be
fore bdc and closes 1· after tdc ; tyre pressure (medium load): front 24 psi , 1.7 
atm , rear 24 psi, 1.7 atm . 
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ENGINE CAPACITY 72.19 cu in, 1,183 cu em 
FUEL CONSUMPTION 37.6 mJlmp gal, 31.4 mJUS gal, 7.5 I x 100 km 
SEATS 4 MAX SPEED 74.5 mph, 120 kmJh 
PRICE IN GB basic £ 735, total £ 890 

ENGINE front, 4 stroke; cylinders: 4, Vee-slanted at 60°; bore and stroke: 3.15 x 
2.32 in, 80 x 58.9 mm; engine capacity : 72.19 cu in, 1,183 cu cm; compression 
ratio: 7.8; max power (SAE): 50 hp at 5,000 rpm; max torque (SAE): 61 Ib ft,8.4 
kg m at 2,700 rpm; specific power: 42.3 hp/I; cylinder block: cast iron; cylinder 
head: cast Iron; crankshaft bearings: 3; valves: 2 per cylinder, overhead, 
push-rods and rockers; camshafts: 1, at centre of Vee; lubrication : rotary 
pump, full flow filter; lubricating system capacity: 5.63 Imp pt, 6.76 US pt, 
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Taunus 12M Kombi 

3.2 I; carburatlon: 1 Solex 28 PDSIT-7 downdraught carburettor; fuel feed: mechan
Ical pump; cooling system: liquid, double sealed circuit with 2 thermostatically 
controlled radiators, automatic electromagnetic fan; cooling system capacity: 
11.44 Imp pt, 13.74 US pt, 6.5 I. 

TRANSMISSION driving' wheels: front; clutch: single dry plate; gearbox : mech
anical; gears: 4 + reverse; synchromesh gears: I; II, III, IV; gearbox ratios: I 
3.690,112.330, 111 1.480, IV 1, rev 3.960; gear lever: steering column; final drive: hypoid 
bevel; axle ratio: 4.125. 

CHASSIS integral; front suspension: Independent, wishbones, transverse leaf
spring upper arms, telescopic dampers; rear suspension: rigid axle, semi-elliptic 
leafsprings, anti-roll bar, telescopic dampers. 

STEERING worm and roller; turns of steering wheel lock to lock: 3.50. 

BRAKES front disc (diameter 9.37 in, 238 mm), rear drum. 

ELECTRICAL EQUIPMENT voltage: 6 V; battery: 77 Ah; dynamo: 200 W; igni
tion distributor: Bosch; headlamps: 2. 

DIMENSIONS AND WEIGHT wheel base : 99.49 in, 2,527 mm; front track: 49.02 
in, 1,245 mm; rear track : 49.02 in, 1,245 mm; overall length : 170.16 in, 4,322 mm; over
all width: 62.76 In, 1,594 mm; overall height : 57.68 In, 1,465 mm; ground clearance: 
6.30 in, 160 mm; dry weight : 2,018 Ib, 915 kg; turning circle (between walls): 37.7 
ft, 11.5 m; tyres: 5.90 x 13; fuel tank capacity: 8.4 imp gal, 10 US gal, 38 I. 

BODY estate car/station wagon; doors: 2 + 1; seats : 4; front seats: separate. 

PERFORMANCE max speeds : 21.7 mph, 35 km/h in 1st gear ; 34.8 mph, 56 km/h 
In 2nd gear; 53.4 mph, 86 kmJh in 3rd gear; 74.5 mph, 120 km/h in 4th gear; power
weight ratio : 40.3Ib/hp, 18.3 kg/hp; carrying capaCity: 1,047 Ib, 475 kg; max gradient 
in 1st gear : 35%; speed In direct drive at 1,000 rpm: 18 mph, 29 kmJh. 

PRACTICAL INSTRUCTIONS fuel: 90 oct petrol ; engine sump oil: 5.28 Imp 
pt, 6.34 US pt, 3 I, SAE 20W-30, change every 6,200 miles, 10,000 km; gearbox and 
final drive oil: 5.28 imp pt, 6.34 US pt, 3 I, SAE 90, change every 12,400 miles, 20,000 
km; greasing: every 6,200 miles,10,OOO km, 8 points; tappet clearances : inlet 0.016 
in, 0.40 mm, exhaust 0.016 in, 0.40 mm; valve timing: inlet opens 24° before tdc 
and closes 52° after bdc, exhaust opens 66° before bdc and closes 10° after tdc; 
tyre pressure (medium load): front 21 psi, 1.5 atm, rear 36 psi, 2.5 atm. 

VARIATIONS AND OPTIONAL ACCESSORIES 1.5-litre engine, capacity 
91.41 cu in , 1,498 cu cm, bore 3.54 in, 90 mm, max power (SAE) 57 hp at 5,000 rpm, 
max torque (SAE) 80 Ib ft, 11 kg m at 2,400 rpm, 8 compress ion ratio , 38 hpJI specific 
power, 3.780 axle ratio, dry weight 2,106 Ib, 955 kg, power-weight ratio 36.8 Ib/hp, 
16.7 kg/hp, max speed 80.8 mph, 130 km/h, fuel consumption 32.8 m/imp gal, 27.3 
m/US gal, 8.6 I x 100 km. 
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4-door Taunus 17M Limousine 

ENGINE CAPACITY 103.67 cu In, 1,&99 cu cm 
FUEL CONSUMPTION 32 •• m/lmp oal, 27.3 m/US oal, •• & I x 100 km 
SEATS 5 MAX SPEED 90.1 mph, 145 km/h 
PRICE IN GB basic £ 915, total £ 1,107 
PRICE EX WORKS 7,570 marks 

INGINI front, 4 etroke; cylinders: 4, Vee-Ilanted at eoo; bore and Itroke: 3.54 x 
2.&3ln,90 x && •• mm; engine capacity: 103.67 cu In,I,699 cucm; compression ratio: 
9; max power (SA E): 78 hp at 4,800 rpm; max torque (SAE): 101 Ib ft, 14 kg m at 
2,800 rpm; max number of engine rpm: 5,000; specific power: 45.9 hp/I; cylinder 
block: cast iron; cylinder head: cast iron; crankshaft bearings: 3; valves: 2 per 
cylinder, overhead, In line, push-rods and rockers; camshafts: I, at centre of Vee, 
side auxiliary balancer shaft; lubrication: rotary pump, full flow filter; lubricating 
system capacity: 6.16 imp pt, 7.40 US pt, 3.5 I; carburation: 1 Solex 32 PDIST-04 
downdraught carburettor ; fuei feed: mechanical pump; cooling system : water; 
cooling system capacity: 10.56 imp pt, 12.68 US pt, 6 I. 

TRANSMISSION driving wheels : rear; clutch: single dry plate; gearbox : mech
anical; gears: 4 + reverse; synchromesh gears: I, II, III, IV; gearbox ratios: I 3.430, 
111.970,1111.370, IV I, rev 3.780; gear lever: central; final drive : hypoid bevel; axle 
ratio: 3.700. 

CHASSIS integral; front suspension: Independent, by McPherson, coil springs/ 
telescopic damper struts, lower wishbones, anti-roil bar; rear suspension: rigid 
axle, semi-elliptic leafsprings, telescopic dampers. 

STEERING recirculating bali. 

BRAKES front disc (diameter 9.53 In, 242 mm) , rear drum. 

ELECTRICAL EQUIPMENT voltage: 6 V; battery: 12 Ah; dynamo : 200 W; Igni
tion distributor: Bosch; headlamps: 2. 

DIMENSIONS AND WEIGHT wheel base: 106.50 rn, 2,705 mm; front track: 
56.30 In, 1,430 mm ; rear track: 55.12 in, 1,400 mm; overall length: 180.51 in, 4,585 
mm; overall width : 67.52 in, 1,715 mm; overall height: 58.27 in, 1,480 mm; ground 
clearance: 7.09 In, 180 mm; dry weight : 2,172 Ib, 985 kg; turning circle (between 
walls): 36.1 ft, 11 m; tyres: 6.40 x 13; fuel tank capacity: 9.9 imp gal, 11 .9 US gal . 
45 I. 

BODY saloon/sedan; doors: 4; seats: 5; front seats : bench, separate backrests. 

PERFORMANCE max speeds: 28 mph, 45 km/h In 1st gear; 49.1 mph, 79 km/h 
In 2nd gear; 70.2 mph, 113 km/h in 3rd gear; 90.1 mph, 145 km/h in 4th gear; power
weight ratio: 27.8 Ib/hp, 12.6 kg/hp ; carrying capacity: 882 Ib, 400 kg; acceleration: 

Ford 

Automatic gearbox 

0- 50 mph (0 - 80 km/h) 8.6 sec; speed In direct drive at 1,000 rpm : 19.3 mph, 31 
km/h. 

PRACTICAL INSTRUCTIONS fuel: 90 oct petrol; engine sump oil: 5.28 Imp 
pt, 6.34 US pt , 3 I, change every 6,200 miles, 10,000 km; gearbox oil : 2.64 Imp pt, 
3.17 US pt,l.5l, SAE80;final drive oil: 1.94 imppt, 2.33 US pt,II ,SAE90; greasing: 
n6ne; tyre pressure (medium load): front 21 psi , 1.5 atm, rear 25 psi, 1.7 atm. 

VARIATIONS AND OPTIONAL ACCESSORIES steering column gear lever; 
sunshine roof; 3-speed mechanical gearbox (13.290,111.610,1111, rev 3.100); Tauno
matic automatic gearbox, hydraulic torque convertor and planetary gears with 3 
ratios (I 2.460, II 1.460, III I, rev 2.200), max ratio of convertor at stall 2.1, possible 
manual selection; 1.5-litre engine, capacity 91.41 cu in, 1,498 cu cm, stroke 2.32 in, 
58.9 mm, max power (SAE) 67 hp at 4,800 rpm, max torque (SAE) 86 Ib ft, 11 .9 kg 
mat 2,800 rpm , 8 compression ratio, 44.7 hp/I specific power, only with mechanical 
gearboxes, 3.890 axle ratio, acceleration 0-50 mph (0-80 km/h) 10.6 sec, speed In 
direct drive at 1,000 rpm 18.6 mph, 30 km/h, max speed 83.9 mph, 135 km/h, fuel con
sumption 34.8 m/imp gal, 29 m/US gal,8.1 I x 100 km l'J 2-door Taunus 17M limou
sine, dry weight 2,128 Ib, 965 kg , power-weight ratio 27.3 Ib/hp, 12.4 kg/hp. 
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Ford 

ENGINE CAPACITY 121.92 cu in, 1,998 em em 
FUEL CONSUMPTION 28.8 m/imp gal, 24 m/US gal, 9.8 I x 100 km 
SEATS 5 MAX SPEED 99.4 mph, 160 km/h 
PRICE IN GB basic £ 1,020, total £ 1,234 
PRICE EX WORKS 8,495 marks 

ENGINE front, 4 stroke; cylinders: 6, Vee-slanted at 60°; bore and stroke : 2.37 x 
2.63 in , 60.1 x 66.8 mm; engine capacity : 121 .92 cu in, 1,998 cu cm ; compression 
ratio: 8; max power (SAE) : 95 hp at 5,300 rpm; max torque (SAE): 114 Ib ft, 15.7 
kg m at 3,500 rpm; max engine rpm : 5,500; specific power: 47.5 hp/I ; cylinder block : 
cast iron; cylinder head: cast iron ; crankshaft bearings: 4; valves: 2 per cylinder, 
overhead, in line, push-rods and rockers ; camshafts: 1, at centre of Vee; lubri
cation : rotary pump, full fiow filter; lubricating system capacity : 7.57 imp pt , 9.09 
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4·door Taunus 20M Limousi 

US pt, 4.31; carburatlon : 1 Solex 32 DDIST downdraught twin barrel carburettc 
fuel feed : mechanical pump; cooling system: water; cooling system capaclt 
11.62 Imp pt, 14.61 US pt, 6.6 I. 

TRANSMISSION driving wheels: rear; clutch : single dry plate; gearbox : mec 
anical ; gears : 4 + reverse; synchromesh gears : I, II , III , IV; gearbox ratios: 13.43 
II 1.970, III 1.370, IV I, rev 3.780; gear lever : central; final drive : hypoid bevE 
axle ratio: 3.700. 

CHASSIS integral; front suspension : Independent, by McPherson , coil spring, 
telescopic damper struts, lower wishbones, anti-roll bar; rear suspension : rig I 
axle, semi-elliptic leafsprings , telescopic dampers. 

STEERING recirculating ball. 

BRAKES front disc (diameter 9.53 in, 242 mm), rear drum. 

ELECTRICAL EQUIPMENT voltage : 12 V; battery: 77 Ah; generator type: dj 
namo, 200 W ; ignition distributor: Bosch; headlamps: 2. 

DIMENSIONS AND WEIGHT wheel base : 106.50 in, 2,705 mm; front track 
56.30 in, 1,430 mm ; rear track : 55.12 in , 1,400 mm ; overall length: 182.48 in, 4,63 
mm; overall width : 67.52 in, 1,715 mm; overall height: 58.27 in , 1,480 mm; groun, 
clearance: 7.09 in, 180 mm; dry weight: 2,282 Ib, 1,035 kg; turning circle (betwee, 
walls): 33.5 ft , 10.2 m ; tyres : 6.40 x 13; fuel tank capacity: 11.9 imp gal , 9.9 US gal 
45 I. 

BODY saloon/sedan ; doors : 4; seats : 5; front seats: separate. 

PERFORMANCE max speeds: 31 .1 mph, 50 km/h in 1st gear ; 54 mph, 87 km/t 
in 2nd gear; 77 mph , 124 km/h in 3rd gear; 99.4 mph, 160 km/h in 4th gear; power· 
weight ratio: 24Ib/hp, 10.9 kg/hp; carrying capacity : 882 Ib, 400 kg; speed in direct 
drive at 1,000 rpm: 19.3 mph, 31 km/h. 

PRACTICAL INSTRUCTIONS fuel : 93 oct petrol; engine sump oil: 7.04 Imp 
pt, 8.86 US pt, 4 I, change every 6,200 miles, 10,000 km; gearbox oil : 2.64 imp pt, 
3.32 US pt , 1.5 I, SAE 80; final drive oil : 1.94 imp pt,2.44 US pt, 1.11, SAE 90; greas
ing: none ; normal tyre pressure : front 21 psi, 1.5 atm, rear 24 psi, 1.7 atm. 

VARIATIONS AND OPTIONAL ACCESSORIES bench front seats; steering 
column gear lever; sunshine roof; 3-speed mechanical gearbox (I 3.290, II 1.610, 
III 1, rev 3.100), steering column gear lever on request L'J 2-door Taunus 20M LI
mousine, dry weight 2,238 Ib, 1,015 kg ~'J Taunus 20M Hardtop, overall height 56.89 
in , 1,445 mm , dry weight 2,326 Ib, 1,055 kg . 
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Taunus 20M TS Hardtop 

ENGINE CAPACITY 121.92 cu in, 1,998 cu em 
FUEL CONSUMPTION 28.8 m/imp gal, 24 m/US gal, 9.8 I x 100 km 
SEATS 5 MAX SPEED 102.5 mph, 165 km/h 
PRICE IN GB basic £ 1,160, total £ 1,403 
PRICE EX WORKS 9,795 marks 

ENGINE front, 4 stroke; cylinders: 6, Vee-slanted at 60°; bore and stroke: 2.37 x 
2.63 In, 60.1 x 66.8 mm; engine capacity: 121.92 cu In, 1,998 cu cm; compression 
ratio: 9; max power (SAE) : 100 hp at 5,300 rpm; max torque (SAE) : 119 Ib ft, 16.4 
kg m at 3,500 rpm; max number of engine rpm: 5,500; specific power : 50 hp/I; cy
linder block: cast iron; cylinder head : cast iron; crankshaft bearings: 4; valves : 
2 per cylinder, overhead, in line, push-rods and rockers; camshafts: I, at centre 
of Vee; lubrication : rotary pump, full flow filter; lubricating system capacity: 7.92 
Imp pt, 9.51 US pt, 4.5 I; carburation: 1 Solex 32 DDIST downdraught twin barrel 
carburettor; fuel feed: mechanical pump; cooling system : water; cool ing system 
capacity: 11.62 Imp pt, 13.95 US pt, 6.6 I. 

TRANSMISSION driving wheels: rear; clutch: single dry plate; gearbox : mech
anical; gears: 4 + reverse; s'ynchromesh gears: I, II, III, IV; gearbox ratios: 13.430, 
111.970,1111.370, IV 1, rev 3.780; gear lever: central; final drive : hypoid bevel; axle 
ratio: 3.700. 

CHASSIS Integral; front suspension: Independent, by McPherson, coil springs/ 
telescopic dampers struts, lower wishbones, anti-roll bar; rear suspension: rigid 
axle, semi-elliptic leafsprlngs, telescopic dampers. 

STEERING recirculating ball. 

BRAKES front disc (diameter 9.53 in, 242 mm), rear drum, servo. 

ELECTRICAL EQUIPMENT voltage: 6 V; battery: 77 Ah; dynamo: 200 W; igni
tion distributor: Bosch; headlamps: 2. 

DIMENSIONS AND WEIGHT wheel base: 106.50 in, 2,705 mm ; front track : 
56.30 In, 1,430 mm; rear track : 55.12 In, 1400 mm ; overall length : 182.48 In, 4,635 
mm; overall width: 67.52 in, 1,715 mm; overall height : 56.89 in, 1,445 mm ; ground 
clearance: 7.09 In, 180 mm; dry weight: 2,326 Ib, 1,055 kg; turning circle (between 
walls) : 36.1 ft, 11 m; tyres : 6.40 x 13; fuel tank capacity :·9.9 imp gal , 11 .9 US gal , 
45 I. 

Ford 

BODY hardtop; doors: 2; seats: 5; front seats : separate. 

PERFORMANCE max speeds: 31.1 mph, 50 km/h In 1st gear; 54 mph, 87 km/h 
In 2nd gear; 77 mph, 124 km/h in 3rd gear; 102.5 mph, 165 km/h in 4th gear ; power
weight ratio: 23.4Ib/hp, 10.6 kg/hp; carrying capacity: 8821b, 400 kg; speed In direct 
drive at 1,000 rpm : 19.3 mph, 31 km/h. 

PRACTICAL INSTRUCTIONS fuel: 93 oct petrol; engine sump oil: 7.04 Imp 
pt, 8.46 US pt, 4 I; gearbox oil: 2.64 imp pt, 3.17 US pt, 1.5 I, SAE 80; final drive oil : 
1.94 imp pt, 2.33 US pt,1.1 I, SAE 90 ; greasing: none; tyre pressure (medium load): 
front 21 psi , 1.5 atm, rear 25 psi, 1.7 atm. 

VARIATIONS AND OPTIONAL ACCESSORIES Taunomatlc automatic gear
box, hydraulic torque convertor and planetary gears with 3 ratios (I 2.460, II 1.460, 
1111, rev 2.200), max ratio of convertor at stall 2.1, possible manual selection, 3.500 
axle ratio, speed In direct drive at 1,000 rpm 20.5 mph, 33 km/h ~'j 2-and 4-door Taunus 
20M TS Limousine, sunshine roof, dry weight 2,271 Ib, 1,030 kg (2-door), 2,315 Ib, 
1,050 kg (4-door) , on request steering column gear lever. 
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ENGINE CAPACITY 121.92 cu In, 1,998 cu cm 
FUEL CONSUMPTION 28.8 m/imp gal, 24 m/US gal, 9.8 I x 100 km 
SEATS 6 MAX SPEED 99.4 mph, 160 km/h 
PRICE IN GB basic £ 1,060, total £ 1,282 

ENGINE front, 4 stroke; cylinders: 6, Vee-slanted at 60°; bore and stroke: 2.31 x 
2.63 In, 60.1 x 66.8 mm; engine capacity : 121.92 cu In, 1,998 cu cm; compression 
ratio: 8; max power (SAE) : 95 hp at 5,300 rpm; max torque (SAE): 114 Ib ft, 15.1 
kg m at 3,500 rpm; max number of engine rpm: 5,500; specific power: 41.5 hp/I; 
cylinder block: cast Iron; cylinder head: cast iron; crankshaft bearings: 4; valves : 
2 per cylinder, overhead, In line, push-rods and rockers; camshafts : 1, at centre of 
Vee ; lubrication: rotary pump, ' full flow filter; lubricating system capacity: 1.92 
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4-door Taunus 20M Turnier 

Imp pt, 9.51 US pt, 4.5 I; carburatlon: 1 Solex 32 DDIST downdraught twin barrel 
carburettor; fuel feed: mechanical pump; cooling system : water; cooling system 
capacity: 11 .62 Imp pt, 13.95 US pt, 6.6 I. 

TRANSMISSION driving wheels : rear; clutch: single dry plate; gearbox: mech
anical; gears: 4 + reverse ; synchromesh gears: I, II, III , IV; gearbox ratios: I 3.430, 
111.970,1111 .370, IV 1, rev 3.780; gear lever : central; final drive : hypold bevel; axle 
ratio: 3.700. 

CHASSIS integral; front suspension: Independent, by McPherson, coli springs/ 
telescopic damper struts, lower wishbones, anti-roll bar; rear suspension: rigid 
axle, semi-elliptic leafsprings, telescopic dampers. 

STEERING recirculating ball. 

BRAKES front disc (diameter 9.53 In, 242 mm), rear drum. 

ELECTRICAL EQUIPMENT voltage: 6 V; battery: 77 Ah; dynamo : 200 W; Igni
tion distributor : Bosch; head lamps : 2. 

DIMENSIONS AND WEIGHT wheel base : 106.50 in, 2,105 mm; front track: 
56.30 in,l,430 mm ; rear track: 55.12 In, 1,400 mm; overall length: 182.48 In, 4,635 mm; 
overall width : 67.52 in, 1,715 rrim; overall height : 59.06 In, 1,500 mm; ground clearance: 
7.09 in, 180 mm; dry weight : 2,602 Ib, 1,180 kg; turning circle (between walls) : 36.1 
ft, 11 m; tyres : 6.40 x 13; fuel tank capacity: 9.9 imp gal, 11.9 US gal, 45 I. 

BODY estate car/station wagon; doors : 4 + 1; seats: 6; front seats: bench. 

PERFORMANCE max speeds : 31.1 mph, 50 km/h in 1st gear; 54 mph, 81 km/h 
In 2nd gear; 11 mph, 124 km/h In 3rd gear; 99.4 mph, 160 km/h In 4th gear; power
weight ratio: 21.3 Ib/hp, 12.4 kg/hp; carrying capacity: 1,058 Ib, 480 kg; speed In 
direct drive at 1,000 rpm : 19.3 mph, 31 km/h. 

PRACTICAL INSTRUCTIONS fuel: 93 oct petrol; engine sump 011 : 7.04 Imp 
ot, 8.46 US pt, 4 I; gearbox oil: 2.64 imp pt, 3.17 US pt, 1.5 I, SAE 80; final drive 011: 
1.94 Imp pt, 2.33 US pt, 1.1 I, SAE 90; greasing: none; tyre pressure (medium load) : 
front 21 ps i,l .5 atm, rear 25 psi , 1.8 atm. 

VARIATIONS AND OPTIONAL ACCESSORIES servo brake; Taunomatic 
automatic gearbox, hydraulic torque convertor and planetary gears with 3 ratios 
(12.460,111 .460, 1111, rev 2.200), max ratio of convertor at stall 2.1, possible manual 
selection, 3.500 axle ratio, speed In di rect drive at 1,000 rpm 20.5 mph , 33 km/h 
~j 2-door Taunus 20M Turnier, dry weight 2,558 Ib, 1,160 kg ~j 2- and 4-door Taunus 
17M Turnier, engine capacities 91.41 cu in, 1,498 cu cm (57 hp, 4.110 axle ratio , speed 
in direct drive at 1,000 rpm 17.8 mph, 28.6 km/h, max speed 83.9 mph , 135 km/h, 
fuel consumption 35.3 m/imp gal, 29.4 m/US gal , 8 I x 100 km) and 103.67 cu In, 
1,699 cu cm (78 hp, 4.110 axle ratio , speed in direct drive at 1,000 rpm 17.8 mph, 28.6 
km/h , max speed 90.1 mph , 145 km/h, fuel consumption 32.8 m/imp gal, 27.3 m/US 
gal, 8.6 I x 100 km), for further mechanical elements see 4-door Taunus 17M li
mousine. 



Ford 

ENGINE CAPACITY 60.84 eu in, 997 eu em 
FUEL CONSUMPTION 40.4 m/imp gal, 33.6 m/US gal, 7 I x 100 km 
SEATS 4 MAX SPEED 78 mph, 125.6 km/h 
PRICE EX WORKS 895,000 liras 

ENGINE front , 4 stroke; cylinders: 4, vertical, in line; bore and stroke: 3.19 x 1.91 
in,81 x 48.5 mm; engine capacity: 60.84 cu in, 997 cu cm; compression ratio: 8.9; 
max power (SAE) : 41 hp at 5,000 rpm; max torque (SAE) : 55 Ib ft, 7.6 kg m at 2,700 
rpm ; max engine rpm: 5,600; specific power : 41.1 hp/I ; cylinder block: cast iron; 
cylinder head : cast iron; crankshaft bearings: 3; valves : 2 per cylinder, overhead , 
in line, push-rods and rockers; camshafts : 1, side; lubrication : rotary or vane-type 
pump, full flow filter; lubricating system capacity: 5.50 imp pt, 6.55 US pt , 3.1 I ; 
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Anglia "Torino" 

carburation: 1 Solex 30 PSEi downdraught single barrel carburettor; fuel feed: 
mechanical pump; cooling system: water; cooling system capacity: 10.21 imp pt, 
12.26 US pt, 5.8 I. 

TRANSMISSION driving wheels: rear; clutch: single dry plate, hydraulically 
controlled; gearbox: mechanical; gears : 4 + reverse; synchromesh gears: II , III, 
IV; gearbox ratios : 14.118,1I2.396, 1I11.412,IV 1, rev 5.404 ; gear lever : central; final 
drive: hypoid bevel; axle ratio: 4.444. 

CHASSIS integral; front suspension: independent, by McPherson, coil springs/ 
tel escopic damper struts, lower wishbones , anti-roll bar; rear suspension: rigid 
axle, semi-elliptic leafsprings , lever dampers. 

STEERING recirculati ng ball; turns of steering wheel lock to lock: 2.75 . 

BRAKES drum , 2 front leading shoes; area ru bbed by linings: front 63 sq in, 406.35 
sq cm, rear 63 sq in, 406.35 sq cm, total 126 sq in, 812.70 sq cm. 

ELECTRICAL EQUIPMENT voltage : 12 V ; battery: 38 Ah; generator type: dy
namo, 264 W ; ignition distributor: Lucas; headlamps : 2. 

DIMENSIONS AND WEIGHT wheel base: 90.50 in , 2,299 mm ; front track: 46 in, 
1,168 mm; rear track: 45.80 in,l,163 mm; overall length : 153.58 in, 3,901 mm; overall 
width: 57.32 in, 1,456 mm; overall height : 55 .71 in, 1,415 mm; ground clearan ce: 
6.40 in, 163 mm ; dry weight: 1,786 Ib, 810 Ib; turning circle (between walls): 33.8 
ft, 10.3 m; tyres : 5.20 x 13; fuel tank capacity : 7 imp gal, 8.4 US gal , 32 I. 

BODY saloon/sedan; doors: 2; seats: 4 ; front seats: separate. 

PERFORMANCE max speeds: 22 mph , 35.4 km / h in 1st gear ; 37 mph , 59.6 km/h 
in 2nd gear; 65 mph , 104.6 km/h in 3rd gear ; 78 mph, 125.6 km/h in 4th gear ; power
weight ratio: 43.7 Ib/hp, 19.8 kg/hp ; carrying capacity: 7061b , 320 kg; speed in direct 
drive at 1,000 rpm : 14.7 mph, 23.7 km/h. 

PRACTICAL INSTRUCTIONS fuel : 97 oct pet rol; engine sump oil: 4.70 imp 
pt,5.71 US pt, 2.7 I, SAE 10W-30, change every 5,000 miles, 8,000 km; gearbox oil: 
1.75 imp pt, 2.11 US pt,ll, SAE 80; final drive oil: 2 imp pt, 2.33 US pt , 1.1 I, SAE 90; 
tappet clearances: inlet 0.009 in ,O.23 mm,exhaust 0.019 in, 0.48 mm; valve timing: 
inlet opens 17° before tdc and closes 51° after bdc, exhaust opens 51° before bdc 
and closes 17° after tdc; normal tyre pressure : front 24 psi , 1.7 atm, rear 24 psi, 
1.7 atm . 

VARIATIONS AND OPTIONAL ACCESSORIES ~j Anglia "Torino" S, en
gine capacity 73 .10 cu in , 1,198 cu cm, bore and stroke3.19 x 2.29in,81 x 58 .2 mm , 
max power (SAE) 52 hp at 5,200 rpm , max torque (SAE) 691b ft, 9.5 kg mat 2,700 rpm, 
8.7 compression ratio , 1 Weber 28/36 or CD 41 or Solex C 28 32 PAIA 1 carburettor, 
4-speed mechanical gearbox (I 3.543, II 2.396, III 1.412, IV 1, rev 3.963) , 4.125 axle 
ratio, total area rubbed by linings 163.40 sq in , 1,053.93 sq cm, dry weight 1,799 
Ib , 816 kg, speed in direct drive at 1,000 rpm 15.8 mph, 25.4 km/h, max speed 84 
mph, 135.2 km/h, fuel consumption 39.8 m/imp gal , 33:1 m/US gal, 7.1 I x 100 km . 
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FORD ANGLIA "TORINO .. S The Italian Ford Company, with the presentation of the Anglia Torino S 
assembled in the Turin Osi factory , has. nationalized» one of the most typical 
products of the British car industry. It is the sheet anchor, both as far as sales 
and technical ingenuity are concerned , of the Dagenham company , and both 
the normal and super versions of the Anglia come out today with Italian bodies 
but without undergoing any variations in their technical components . 
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The engine has been developed from that of the normal Anglia with an 
engine capacity increased from 997 cu cm to 1,198 cu cm . retaining, for produc
tion reasons, the bore and increasing the stroke by means of new crank gears. 
An interesting feature of this small Ford is the f act that the entire framework 
is in cast-iron but. in' spite of this , the total weight is kept within reasonable 
limits thanks to the use by the makers of special smelting methods. The same 
engine had been used in its 1 litre version for racing purposes on formula 3 
cars and had swept the board on all race tracks . 

Its reliability 'and liveliness have not been belied in this new and larger 
edition, and the greater power available allows its merits to be appreciated 
even better than before . The engine will stand over-revving without protest 
and has , thanks to the experience of so many years , well -proven qualities of 
endurance and reliability. 

The car. which is extremely simple ' in design. tries to be and succeeds in 
being the luxury edition of a model that is accessible to the vast majority of 
the public . Accessibility is in this case the right word. for the Anglia Torino, 
in its Italian version too, is offered to the public at a very reasonable price, 
presenting few flights of fancy and a great deal of substance. 

It is . in short. one of those rare cars that, through its development over a 
long period of mass production, reaches in its maturity a fine degree of balance 
that makes driving it a pleasure and maintaining it something that does not 
make too heavy inroads on the pocket. 

The Anglia , which is traditional in its technical characteristics . has an ex
cellently synchronized four-speed gearbox. How good its road holding is has 
been shown by its performances in English road races for production cars, 

~ 1 
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'\ :; 

and it is clear that this car will behave well when developed and pushed to the 
full, giving extremely true and quick responses to the controls . 

The car likes to be driven firmly and decidedly. All the controls are planned 
with this in mind and, without however being at all tiring, make it possible for 
the driver to • teel • the road and the reactions of the vehicle to manoeuvres; 
while we qre on this subject, it should be mentioned that the braking system 
requires a more than average pressure on the pedal when braking energetically. 



mobiles (concessionaire), avenue Guido Gezelle, Malines (assem . 190, 190 0, 
220,220 S, 220 SE). Denmark : Bohnsted- Petersen A .S. (concessionaire), Koe
benhavnsvei 16, Hilleroed (assem . 190, 190 0,220) . Indonesia: P.T. Perusahaan 
Motor Indonesia (concessionaire), Tanah Abang Barat 14, Kotak Pos 214, 
Djakarta (assem. 180). Philippines: Universal Motors Corp. (concessionaire), 
365 F. Blumentritt St . , Mandaluyong, Rizal (assem.190,190 0,220, 220 S). Portu
gal : C. Santons, Comercio, Industria S.A.R.L. (concessionaire), 29 Avenida 
de Liberdade 41, Lisbon (assem . 190,190 0,220 S, 220 SE). South Africa: United 
Car & Diesel Distributors (concessionaire), Netherlands Bank Building, 190 
Andries St., P.O. Box 1717, Pretoria (assem . 190, 190 0, 220',220 S, 220 SE). 
Venezuela : ZICO S.A . (concessionaire), Apartado Correo 2086, Avda. Principal 
de Bello Monte, Esquina Voltaire, Caracas (assem. 190, 190 0, 220, 220 S). 
Cars assembled in other countries in 1964 : 14,393. 

DINARG - DINAMICA INDUSTRIAL ARGENTINA S.A. Argentina 

Founded in 1959. President : J. Elaskar. Vice-President: V .M. Anastasia. Head 
office and press office : Humberto 1657, C6rdoba, Provincia de C6rdoba. Works: 
Charcas (0) W 50 y Camino San Roque km 1, C6rdoba. Cars produced in 1964 : 
300. Car production begun in 1961. 

01 TELLA - see SIAM 01 TELLA AUTOMOTORES S.A. 

Dr. Ing. h.c. F. PORSCHE K. G. Germany (Federal Republic) 

Founded in 1949. Proprietor and General Manager : F. Porsche. Head offi~e : 
Stuttgart-Zuffenhausen, Porschestrasse. Press office and works : Stuttgart
Zuffenhausen, Porschestrasse. Employees : 1,732. Cars produced in 1964 : 
10,700. Most important models: Porsche 1100 (1950-55) ; 1300 Normal (1951-57); 
1500 Normal (1951-54); 1500 Super (1952-54); 1300 Super (1954-57); 1600 Normal, 
1600 Super, Carrera 1500 (1955); Carrera 1600 (1958); 1600 Super 90 (1959) ; 912 
Type (1963) . First places in numerous international competit ions : Le Mans 
24 hour with 1100 Coupe (1951) ; Sebring, European Mountain Championship 
(1958-59-60-61) , Targa Florio and NOrburgring (1959) , Constructors' Cup for 
F2 cars (1960) , European Rally Championship with Carrera (1961) , GT World 
Championship up to 2000 cu cm (1962),19 national Championships. Since 1961 
has taken part in the most important Grand Prix with Fl cars. 

ENZMANN AUTOMOBILE 

SchOpfheim. 

FABRYKA SAMOCHODOW OSOBOWYCH F.S.O. 

(Makes: Syrena, Warszawa) 

Switzerland 

Poland 

Founded in 1949. State-owned company. Chairman: W. Dryll. Vice-President : 
J. Bielecki. General Manager: W . Konikowski. Managing Director: J. Kraw
czynski. Head office, press office and works: ul. Stalingradzka 50, Warsaw. 
Employees: 12,000. Cars produced in 1964: 42,000. Entries in Rallies (Monte 
Carlo, Jadransky, Peace and Friendship, etc.). 

FERRARI - see AUTOMOBILI FERRARI S.p.A. SEFAC 

FIAT S.p.A. Italy 

Founded in 1899 under the name of Fabbrica Italiana Automobili Torino. With 
the statutary modification of the shareholders' meeting of April1918, it assumed 
the title of FIAT and the initials may be written with either capital or small 
letters . It is the largest Italian motor manufacturer and one of the most important 
in the international field. President and General Manager: V. Valletta. General 
Manager and Managing Director: G. Bono. Vice-President and General Man
ager : G. Agnelli. Vice-President : G. Nasi. Head office and press office : corso 
Marconi 10, Turin. Works: corso Giovanni Agnelli, Turin . Employees : 124,336 
(FIAT Group including O.M.) . Cars produced in 1964 : 946,433 (including com
mercial vehicles) . Most important models : Fiat 3X hp (1899-1900); 6 hp and 
8 hp,12 hp, 24-32 hp (1900-04) ; Brevetti and 60 hp (1905-09); 18-24 (1908); Fiacre 
mod.l (1908-10); Fiat 1, 2, 3, 4, 5 (1910-16); Zero and 3A (1912-15); 2 B (1912-20) ; 
3 Ter (1913-15); 70 (1915-20); 501 (1919-26); 505 and 510 (1919-25) ; Superfiat 
(1921-22) ; 519 (1922-24) ; 502 (1923-26); 509 (1925-27); 503 and 507 (1926-27); 512 
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(1926-28); 521 (1928-31); 525 (1928-29); 525 SS (1929-31); 514 and 514 MM (1929 · 
32); 515, 522 C and 524 C (1931-34); Balilla and 508 S Balilla Sport (1932-37) ; 
518 Ardita , 2500 (1934-36); 1500 (1935-38); 500 (1936-48); 508C Balilla 1100 (1937-
39); 2800 (1938-44) ; 1100 (1939-48); 500 B Giardiniera (1948-49); 1500E(1949-50)-
500C (1949-54); 1400 (1949-54); 1900 (1952-54); V8 (1952-54); Nuova 1100 and 
Nuova 1100 Giardiniera (1953-56); 1100 TV (1953-56); 600 (1955-60); Nuova 500 
Trasformabile (1957-60); 2900 Gran Luce (1958-60); 1800 and 1800 Giardiniera 
(1959-61) ; 1100 Special (1960-62); 5000 Tetto Apribile, 6000 Multipla, 500 Giar
diniera (1960) ; 1300, 1500, 1800 B, 1800 B Giardiniera, 1300 Special, 1300 and 1500 
Giardin iera , 2300 S Coupe (1961); 1100 0 , 11000 Giardiniera (1962); 2300 De 
Luxe, 2300 De Luxe Giardiniera, 1500 L , 1500 Convertibile , 1600 S Convertibile 
(1963); 850 (1964) . It has been entering competitions since 1900, when the true 
racing car was not yet born. First national wins , followed by many others, in 
the 1st Automobile Tour of Italy with the 6-8 hp, a car with two horizontal rear 
cylinders. Since 1904 numerous first places in the international field . In 1927 
officially retired from motor racing. 

MANUFACTURE AND ASSEMBLY IN OTHER COUNTRIES - Argentina : 
Concord Autom6viles (subsidiary), San Martin, Buenos Aires (manuf. 600, 
1100, 1500) . Australia: Neal Investments Ltd . (concessionaire), 207 William S1. 
Sidney (assem. 600, 1100). Austria: Steyr-Daimler-Puch A.G. (associated 
company), works Graz , Thondorf (assem. 500 Berlina and Giardiniera). Belgium: 
Samaf (subsidiary), 39 Dreve de l'lnfante, Waterloo (assem. 600, 1100, 1300, 1500, 
1800, 2300). Chile: FIAT Autom6viles S.A. (subsidiary), Arica (assem. 600, 
1100). Egypt: EI Nasr Automotive Mfg. Co. (associated company), Wadi-Hof, 
Helwan-Cairo (assem. 1100, 1300, 2300 Berlina and Giardiniera). Germany: 
Neckar Automobilwerke A .G. (subsidiary), Salzstrasse 140, Heilbronn (assem. 
600, 1100). India : The Premier Automobiles Ltd. (associated company), Agra 
Road, Kurla-Bombay (manuf. 1100). Iran : Saica S.A. (subsidiary), Khiabane 
Khoshbine 40, Teheran (assem. 1100 D). Ireland: Fiat (Ireland) Ltd. Assembly 
Works (subsidiary) , Industrial Garden Estate, Chapel izod-Dublin (assem. 
600, 1100, 1500). Morocco : Soc. So maca (concessionaire), km 12 Autoroute 
de Rabat - Casablanca (assem. 600, 1500, 1800, 2300). New Zealand : Torino 
Motors Ltd . (concessionaire) , Vita House-Cnr. Kyber, Pass & Kingdon S1., 
Newmarket, Auckland S.E. 1 (assem . 500, 1500 Berlina) . Philippines: Ysael 
Steel (concessionaire) , 222 Espana Extension, Quezon City (assem . 600 Ber
lina and Multipla, 1500, 1100 T) . Portugal: Soc. Somave (subs idiary), 15 Av. Eng. 
Durante Pacheco, Lisbon (assem. 600, 1100, 1300, 1500). Spain: S.E.A.T . (as
sociated company), Apartado 740, Barcellona (manuf. 600, 1400, 1500). South 
Africa : Fiat South Africa Pty. Ltd. (subsidiary), 3 Saratoga Avenue, Berea
Johannesburg (assem. 600, 1100, 1500, 2300). Thailand: Karnasuta General 
Assembly Co. (concessionaire) . P.O. Box 1421, Bangkok (assem. 1100, 1500, 
1800). Uruguay : G. Mailhos S.A. (concessionaire), 1926 Paraguay Esquina 

, San Jose, Montevideo (assem. 500 Giardiniera,1500 Berllna). Venezuela : F.I.A.V. 
(concessionaire), Alcabala de Candelaria a Urapal 8, Caracas (assem. 1100 
Berlina and Giardiniera, 2300 Berlina and Giardiniera). Yugoslavia : Produzece 
Crvena Zastava (associated company) , Kragujevac - Belgrade (assem. 600, 
1300, 1100 TF). 

FORD ITALIANA S.p.A. Italy 

Founded in 1923. Owned by the Ford Motor Company USA. President: F. M. 
Paradise. Vice-President : W. Christie. Executive Director: J. V. Ryan. Head 
office and press office: via dell'Arte 68, Rome. Employees : about 300. Since 
1964 it has been producing the Anglia Torino in collaboration with OSI. 

FORD MOTOR COMPANY USA 

(Makes: Ford USA, lincoln, Mercury, Thunderbird) 

Founded in 1903, it is the second largest of the American motor manufacturers. 
Chairman : Henry Ford II. President : A. Miller. Executive Vice-President : 
C. H. Patterson. It is made up of the Ford Division (Rotunda Drive at 
Southfield Road, Dearborn, Michigan. General Manager D. N. Frey, 12,237 
employees, 1,781,810 cars produced in 1964) and the Lincoln-Mercury Division 
(3000 Schaefer Road, Dearborn , Michigan. General Manager P. F. Lorenz, 
1,592 employees , 358,221 cars produced in 1964). Head office and press office: 
The American Road, Dearborn, Michigan. Works: Dearborn ; Atlanta, Ga.; 
Ch icago,lIl. ; Dallas , Tex.; Kansas City, Mo .; Lorain, Ohio; Los Angeles , Calif. ; 
Louisville, Ky. ; Mahwah, N.J.; Norfolk, Va.; S1. Louis, Minn .; Wayne, Mich .; 
Vixom, Mich .; Allen Park, Mich. ; Utica, Mich . and others. Employees: 176,037. 
Cars produced in USA in 1964: 2,140,031. 

MANUFACTURE AND ASSEMBLY IN OTHER COUNTRIES - (excluding 
models of Ford Motor Company Ltd . , Great Britain , of Ford Werke A.G., Ger
many, and of Ford Italiana S.p.A ., Italy) - Argentina : Ford Motor Argentina 
S.A . (subsidiary) , Buenos Aires (manuf. Falcon, assem . other models) . Austra
lia: Ford Motor Company of Australia, Pty. Ltd. (subsidiary), Melbourne, Vic
tori a (manuf. Falcon, assem . other models) . Belgium: Ford Motor Company 
(Belgium) , S.A,. (associated company) , Antwerp (assembly) . Brazil : Ford Motor 
do Brasil S.A. (subsidiary), Sao Paulo (assembly). Canada : Ford Motor Com
pany of Canada Ltd . (associated company), Oakville, Ontario (manuf. Falcon, 



Fairlane, Galaxie, Comet, Mercury). Chile: Santiago Branch of Ford Motor 
Company (subsidiary), Santiago (assembly). Denmark : Ford Motor Company 
Aktieselskab (associated company), Copenhagen (assembly) . Egypt: Ford 
Motor Company (Egypt) S.A .E. (subsidiary) , Alexandria (assembly). Finland : 
O/Y Ford A/B associated company, Helsinki (assembly). Holland : N. V. Ne
derlandsche Ford Automobiel Fabriek (associated company), Amsterdam (as
sembly). Malaysia: Ford Motor Company of Malaysia Ltd . (associated company), 
Singapore (assembly) . Mexico: Ford Motor Company S.A . (subsidiary), Mexico 
City (assembly). New Zealand: Ford Motor Company of New Zealand Ltd. 
(associated company) , Lower Hutt (assembly). Rhodesia : Ford Motor Company 
of Rhodesia (Private), Ltd . (associated company) , Salisbury (assembly) . South 
Africa : Ford Motor Company of South Africa Pty. Ltd. (associated company), 
Port Elizabeth (assembly). Venezuela: Ford Motor Company (Venezuela) S.A. 
(associated company), Valencia (assembly). 

FORD MOTOR COMPANY (ENGLAND) Ltd. Great Britain 

Founded in 1911, owned by the Ford Motor Company USA, it had its first head 
office at Trafford Park (Manchester) . In 1925, construction of the Dagenham 
works was begun where production was started in 1931. Chairman: Sir Patrick 
Hennessy. Vice-Chairman : J . A. Barke. Managing Director: S. Gillen. Head 
office and press office : Warley Brentwood, Essex. Works : Dagenham, Essex; 
Halewood (near Liverpool) and others. Employees: 62,000. Cars produced in 
1964: 528,350. Most important models : 8 hp "Y", 10 hp "C" , 14.9 hp " B.F.", 
24 hp "B", 30 hp "V8" (all prior to 2nd World War) , Prefect (1938) ; Anglia 
(1939); Pilot (1947); Consul (1951) ; Zodiac (1957) ; Anglia 105 E (1960) ; Consul 
Classic 315 (1961); Zephyr (1961); Consul Cortina (1963) ; Consul Capri (1964). 
Entries and wins in numerous competitions. 

ASSEMBLY IN OTHER COUNTRIES - Australia: Ford Motor Company of 
Australia Ltd. (associated company), 1735 Sidn ey Road, Campbellfield , Vic
toria (assem. Anglia , Cortina, Zephyr). Holland : N.V. Nederlandsche Ford 
Automobiel Fabriek (associated company), P.O. Box 795, Amsterdam (assem. 
Anglia, Cortina , Zephyr, Zodiac) . Ireland : Henry Ford and Son Ltd. (associated 
company), Cork (assem . Anglia, Saloon and Estate Car, Cortina, Corsair, 
Zephyr, Zodiac). Malaysia : Ford Motor Company of Malaysia (associated com
pany), P.O. Box 4047 Bukit Timah Post Office, Singapore 21 (assem. Anglia, 
Cortina, Corsair , Zephyr, Zodiac). New Zealand : Ford Motor Company of New 
Zealand Ltd . (associated company), P.O. 12, Lower Hutt (assem . Anglia, Cor
tina, Zephyr, Zodiac). Philippines : Luneta Motor Co. (concessionaire). P.O. 
Box 768, Manila (assem . Cortina, Corsair, Zephyr). Portugal : Ford Lusitana 
(associated company) , Apartado 2248 rua Castilho 149, Lisbon (assem . Anglia, 
Cortina). Rhodesia : Ford Motor Company of Rhodesia (aSSOCiated company), 
Salisbury (assem. Anglia, Cortin"" Corsair, Zephyr, Zodiac). South Africa : Ford 
Motor Company of South Africa (associated company), Port Elizabeth (assem . 
Anglia , Cortina, Corsair, Zephyr, Zodiac) . Thailand : Thai Motor Industries Ltd. 
(concessionaire), P.O. Box 33, Bangkok (assem. Anglia, Cortina, Corsair). 
Venzuela: Ford Motor Company Venezuela S.A . (associated company), Apar
tado 354, Valencia (assem. Cortina) . 

GAZ MOTOR USSR 

Autoexport, Smolenskaya PI. 32/34 Moscow G 200. Works : Gorki. 

GENERAL MOTORS CORP. USA 

(Makes : Buick, Cadillac, Chevrolet, Oldsmobile, Pontiac) 

Founded in 1908, it is the largest motor manufacturer in the world with a 
production range which extends from the most economical and popular 
cars to the most costly. Chairman : F. G. Donner. President: J. M. Roche. 
G. M. has brought together five American motor manufacturing factories, 
transforming them into the following divisions: Buick Motor Division (1051 
East Hamilton Avenue, Flint 2, Michigan), General Manager R. L. Kessler , 
15,000 employees, 484,137 cars produced in 1964; Cadillac Motor Car Divis ion 
(2860 Clark Avenue, Detroit 2, Michigan) , General Manager H. G. Warner, 
7,200 employees , 154,991 cars produced in 1964; Chevrolet Motor Division 
(3044 West Grand Blvd ., Detroit 2, Michigan) , General Manager E. M. Estes, 
120,000 employees, 2,118,647 cars produced in 1964; Oldsmobile Division (1014 
Townsend St., Lansing 21, Michigan), General Manager H. N. Metzel, 9,600 
employees, 511 ,848 cars produced in 1964; Pontiac Motor Division (196 Oakland 
Avenue, Pontiac 11, Michigan), General Manager J . Z. DeLorean, 19,500 em
ployees, 715,261 cars produced in 1964. The G.M. also owns General Motors 
Holden's Pty. Ltd. (Australia) , Adam Opel A.G. (Germany) and Vau xhall Mo
tors Ltd. (Great Britain). Head office : 3044 West Grand Blvd. , Detroit2, Michigan. 

MANUFACTURE AND ASSEMBLY IN OTHER COUNTRIES (excluding non
American G.M. makes) - Argentina : Gen eral Motors Argentina S.A . (subsi
diary), Rio Limay 1725 (33-8) Buenos Aires (manuf. Chevrolet Chevy" Special 
and Super) . Belgium: Gen eral Motors Continental (subsidiary), Norderlaan 
75, Antwerp (assem. Buick Special, Skylark, Le Sabre, Wildcat, Electra, Ri
viera ; Chevrolet Corvair, Monza, Chevelle 300, Malibu, Malibu 55, Bel Air , Im
pala, Impala 55; Pontiac Tempest Custom , Le Mans, Laurentian, Parisienne). 
Canada: General Motors of Canada Ltd . (subsidiary) , Will iam Street E. Oshawa, 
Ontario (assem . Buick Special De Luxe, Special Skylark, Le Sabre, Wildcat; 
Chevrolet Impala 55, Impala, Bel Air , Biscayne, Chevelle Malibu , Malibu 55, 
300, 400 De Luxe, Chevy" Nova , Nova 55, 100, Corvair Corsa, Monza, 500 ; 
Pontiac Parisienn e, Custom Sport, Laurentian, Strato Chief , Beaumont Sport 
De Luxe, Custom De Luxe, Acadian Canso Sport De Luxe, Canso, Invader) . 
Denmark : Genera l Motors International A .S. (subsidiary), Aldersrogade 20, 
Copenhagen (assem. Buick Skylark; Chevrolet Chevelle) . Mexico : General 
Motors de Mexico S.A. de C.V. (subsidiary), Avenida Ejercito Nacional 843, 
Apartado 107 bis, Mexico 1, OF. (assem . Chevrolet Chevelle 300, Malibu). New 
Zealand: General Motors New Zealand Ltd . (subsidiary), Bouverie Street, Pe
tone, Wellington (assem . Chevrolet Impala ; Pontiac Parisienne) . Peru : Gene
ral Motors del Peru S.A. (subsidiary), Avenida Alfonso Ugarte 1140, Apartado 
1612, Lima (assem. Chevrolet Chevelle Malibu, Bel Air , Impala; Pontiac Tem
pest) . South Africa : General Motors South African Pty. Ltd . (subsidiary) , Kemp
ston Road, Port Elizabeth (assem . Chevrolet Impala, Chevelle, Chevy"; Pon
tiac Paris ienne) . Switzerland: General Motors Suisse S.A. (subsidiary) , Salz
hausstrasse 21, Bienne (assem . Chevrolet Corvair Monza, Chevy" Nova, 
Cheve lle Malibu) . 

FORD WERKE A.G. Germany (Federal Republic) GIANNINI AUTOMOBILI S.p.A. Italy 

Founded in 1925. Owned by Ford Motor Company USA. Managing Director: 
R. G. Layton. Head office and works: Henry Ford-Strasse 1, Koln-Niehl. Press 
office: Deutz-Kalker-Strasse 18-20, Koln -Deutz. Employees : 35,900. Cars pro
duced in 1964: 360,256. Most important models: Koln 11 , Rheinland 3 I (1933); 
Eifel 1.2 I (1935) ; Taunus (1938); Taunus (since 1948); 12M (1952); 15M (1955); 
17M (1957); 17M (1960); 12M (1962); 17M and 20M (1964) . 

ASSEMBLY IN OTHER COUNTRIES - Belgium : Ford Werke AG Fabrieken 
Te Genk (subsidiary, assem . 12M). Denmark : Ford Motor Co. A/S (associated 
company), Sluseholmen 1, Copenhagen (assem. 12M, 17M, 20M) . Philippines : 
Manila Trading & Supply Co. (concessionaire), P.O. Box 744, Port Area, Ma
nila (assem. 12M, 17M). Peru : Ford Motor Company del Peru S.A . (associated 
company), Jr. Antonio Miro Quesada 260, Casilla 4407, Lima (assem . 12M, 
17M, 20M). Portugal: Ford Lusitana SARL (associated company), Apartado 
2248, Lisbon 2 (assem. 12M, 17M , 20M) . South Africa: Ford Motor Company 
of South Africa Pty. Ltd . (associated company), P.O. Box 788, Port Elizabeth 
(assem. 17M). 

FUJI HEAVY INDUSTRIES Ltd. 

(Make: Subaru) 

Japan 

Founded in 1953. President : N. Yokota. Vice-President: E. Ohara. Managing 
Directors : T. Yamada, Y. Inoue, M. Jino. Head office and press office: Naigai 
Building, 18 2-chome, Marunouchi, Chiyoda-ku, Tokyo. Works: Gumma Di
vision, 260, Ota, Ota City, Gumma-ken; Mitaka Division, Mitaka City, Tokyo. 
Employees: 8,795. Cars manufactured in 1964: 33,179. Most important models: 
Subaru Sedan (1958); 360 De Luxe Sedan; 360 Custom. 

Founded in 1920 under the name of F.lli Giannini A . & D., it later split into 
Giann ini Automobili S.p.A . and Costruzioni Meccanlche Giann ini S.p.A . 
Manager: L. Leoni. Head office and press office: via Tiburtina 97, Rome. Works : 
via Tiburtina km 16,200, Rome. Employees: about 100. Cars produced in 1964: 
about 800. It is engaged above all producing variations of Fiat cars. Entries 
in various competitions and first places in category in various Italian cham
pionsh ips. 

GILBERN SPORTS CAR (Components) Ltd. Great Britain 

Founded in 1959 under the name of Gilbern Sports Cars & Components. Pres
ent title since 1962. Managing Director: G. Smith. Directors : B. H. Friese, 
P. H. G. Cottrell . Head office : Pentwyn House, Church Village, Pontypridd, 
Glam. Press office: Pentwyn House, Industrial Estate, Llantwit Fardre, Ponty
pridd, Glam. Works : Pentwyn Works , Industrial Estate, Llantwit Fardre, Ponty
pridd, Gram. Employees: 45. Cars produced in 1964: 198. Models: GT Mk 1 
(1959-61); GT 1622 (1962-63); GT 1800 (1964). 

GLAS • see HANS GLAS GmbH 

GRANTURA ENGINEERING Ltd. 

(Make: TVR) 

Great Britain 

Chairman: A. J. Burton. Managing Director: T. F. Knott . Head office, press 
office and works: Hoo Hill Works, Layton, Blackpool. Employees: 100. Cars 
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Fiat (cont.) 

I ) 00 L Berlina 
1)00 Cabriolet 

hardtop 
qoo Familiare 
1600 S Cabriolet 

hardtop 
1800 B Berlina 
1800 B Familiare 

ISoo B Series: 
SaxolIJot auto 1110 tic clutch 
sunshine roof 

z 300 Berlina Lusso 
Borg-Warner JJ alltomotic gearbox 

z 300 Familiare 
2jOO Series: 
pOlver-assisted steering 
Saxolllol autolllatic clutch 
SlIIJshi//e roof 
Laycock-de NorlJlollville overdrive 

Z300 S Coupe 

Ford (Germany) 

116 

4-door Taunus IzM Limousine 
z-door Taunus 12M Limousine (v) 
z-door Taunus IzM TS Limousine (v) 
4-door Taunus IzM TS Limousine (v) 

TamJlls I2M and Tamms 
Limollsine Series: 

I11llshinc roof 
Taunus I zM Coupe 
Taunus I zM Kombi 

12M TS 

Tomllls 12M Limousine Series and 
Tamms 12M KOlllbi: 

I.J-litre cngil1e 
4-dOOr Taunus 17M Limousine 
z-door Taunus 17M Limousine (v) 

TOllntlS 17M Lilllolfsille Series: 
SlllISbil1c roof 

4-door Taunus 20M Limousine 
z-door Taunus zoM Limousine (v) 

Towllls 20M Limollsine Series: 
IlJIubillC roof 

Taunus zoM Hardtop (v) 
TOll""! 20M Series: 
j-speed lJ/echaJ/ical gearbox 

Taunus zoM TS Hardtop 
z-door Taunus zoM TS Limousine (v) 

Basic Pr ice 
in GO 

£ 

8z6 
1,100 

890 

984 
1,134 

t,IOO 

1,180 

30 

Z,43 ) 

7z0 
680 

780 
73) 

91) 
870 

1,020 

975 

1,08 5 

1,160 

1,05 0 

Total Price Price Price Works in GB in USA ex 

£ S £ S 

1,000 2,181 

t,33 1 Z,) 8) 
117 200 

1,076 2,029 
714 z,887 

7 1 200 

I, I 9 1 2.,43° 

1,372 2.,590 

49 Ij6 

47 IJ2 
1,33 J 2.,87 1 

IOj 241 

1,42.7 Z,97) 

97 IJ2 

Jl 144 

47 IJ2 

72 123 
z,944 4,787 

87z 1,45 2 

8Z3 1,36) 
)JZ 1,494 
)64 1 J 5 82 

26 7J II 
944 1,)69 
890 

II jO 

1, 107 1,886 
1,053 1,783 

jI 37 
1,234 2,116 

1,180 2,01 4 

jI 37 
I,J t; 2,2. 53 

3 24 
1,40 3 2,440 

1,2.70 2.,201 



Ford (Germany) (cant.) 

4-door Taunus 20M TS Limousine (v) 
TUlfnlls 20M TS Limousine Series: 
SIIflshinc roof 

4-door Taunus 20M Turnier 
2-door Taunus 20M Turnier (v) 

Towllls 20M TS and TamUls 
20M TUrtlier Series: 

TOllflolJlatic olltomatic gearbox 
2-door Taunus 17M Turruer 

(q-litre engine) (v) 
4-door Taunus 17M Turnier 

(q-litre engine) (v) 
Talllms 17M Series: 
j-speed ",echanical gearbox 
Tallflomotic olltomatic gearbox 
I .J-lilre engine 

Ford (Great Britain) 
Anglia De Luxe Saloon 
Anglia Standard Saloon (v) 
Anglia Super Saloon 
Anglia De Luxe Estate Car 
Anglia Standard Estate Car (v) 

Anglia D e Luxe Series: 
engine capacity 7l .10 til i11, 1,193 ell tIll 

Cortina 4-door De Luxe Saloon 
Cortina 2-door De Luxe Saloon (v) 
Cortina Super 2-door Saloon 
Cortina Super 4-door Saloon (v) 
Cortina 4-dOOr GT Saloon 
Cortina 2-door GT Saloon (v) 
Cortina Lotus 
Cortina Super Estate Car 
Cortina De Luxe Estate Car (engine 

capacity 73 .10 cu in, 1,198 cu em) (v) 
Cortina De L uxe Series: 
engine capacity 9I.Jj CII il1, [,499 .90 ttl em 

Corlina SlIper Series: 
Borg-Warner jJ aulomalic gearbox 

Corsair 4-doOr De Luxe Saloon 
Corsair 4-door GT Saloon 

Corsair Series: 
Borg-Warner Jf automatic gearbox 

Zephyr 4 Mk III Saloon 
Zephyr 6 Mk HI Saloon 

Basic Pnce 
in (; 1\ 

£ 

1,095 

1,060 

1,0 10 

9°) 

99) 

4)7 
407 
497 
)°7 
467 

20 
) ) 3 
)33 
) 8 3 
60 3 
668 
648 
833 
688 

628 

jO 

68 
6)0 
7)2 

68 
692 
7)2 

To tal Pncc I Price Price Works in GB ;n USA ex 

£ I s £ S 

1,325 2,}°3 

jI 87 
1,282 

1,222 

84 2J7 

1,095 

I, 156 

-8 -24 
84 2j7 
- 7 -I9 

)2 1,28 ; 

49 1 1,142 

600 1,)62 
612 1,42 3 
)64 1,3 I I 

24 J6 
668 1,5 5 2 

644 1.496 
704 1,7)9 
728 1,878 
807 1,87) 

783 2, T 1 5 

1,006 2,33 8 
831 2,095 

7)9 I,763 

j6 84 

82 I9 I 

78) 1, 824 

90 9 2.,111 

82 I9 1 

83 6 1,942 

908 2., 11 T j 
717 



Ford (Great Britain) (cont.) 
Zephyr 6 Mk III Estate Car 
Zephyr 4 Mk III Estate Car (v) 

Zephyr Series: 
Borg- r,l7'o1'l1er olltomatic gearbox 

Zodiac Mk III Saloon 
Zodiac Executive (v) 
Zodiac Mk III Estate Car 

Zodiac Series: 
overdrive 
Borg-l E7arner all/omatic gearbox 

Ford (Italy) 
Anglia "Torino" 
Anglia "Torino" S (v) 

Ford (USA) 

718 

Falcon Futura 4-doo r Sedan 
Falcon z-door Sedan (v) 
Falcon 4-door Sedan (v) 
Falcon Futura Club Coupe 

Falcon F1Itura 4-door Sedan, Falcon 2- and 
4-door Sedans and Falcon Futllra Club COllpe: 

servo brake 
lilllited slip final drive 
power-assisted steering 
Cruise-O-Matic alltomatic gearbox 

V3 engine 
servo brake 
lillJited slip final drive 
power-assisted steering 
4-speed tnechanical gearbox 
Crllise-O-Matic automatic gearbox 

Falcon Futura Sports Coupe 
Falcon Futura Station Wagon 

Falcon FlItllra Sports C01lpe and 
Falcon Futura Station !17agon: 

servo brake 
lilllited slip filial drive 
power-assisted steering 
Crllise-O-Matic ;It/lo1JJatic gearbox 

V3 mgine 
servo brake 
lilllited slip final drive 
pomer-assisted steering 
4-speed mechanical gearbox 
Cruise-O-Matic olltomatic gearbox 

Uasic Price Total Price 
in CD in GB 

£ £ 

98z 1, 186 

9ZZ 1 ,114 

30 96 
867 1,047 

I, I 16 ],334 
1,097 1,3 Z 5 

42 JI 
30 96 

I 

Price Price Works in USA ex 

S £ S 

Z,75 6 
z,5 88 

22J 

Z,431 

3,13 2 

3,°79 

Il3 
22J 

51 1 1,435 

537 1,5 08 

2,237 797 
2,060 734 
2, 1 14 753 
2. , 18 3 77 8 

42 IJ 
j3 14 
34 jO 

163 60 

Ij2 47 
42 If 
j3 14 
34 jO 

133 67 
173 6j 

2.,32.8 8z9 
Z,5 5 3 9 10 

42 I J 
j3 14 
34 jO 

163 60 

106 j3 
42 IJ 
j3 14 
34 jO 

133 67 
17 3 6j 
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